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All in 1 TVI
CVI ANALOGUE

AHD 1080p
Cameras & DVRs

2MP, HD 1080p, TVI/AHD/CVI/
Analogue, 3.6mm Fixed Lens, 20m IR 
Distance, AGC, AWB, BLC, DNR, 300 mA 
with IR on IP66, 12v DC

2MP, HD 1080p TVI/AHD/CVI/Analogue 
2.8 - 12mm Varifocal Lens, 30m IR 
Distance, AGC, AWB, BLC, DNR, 300 mA 
with IR on, IP66, 12v DC,

RV612UNI/W - RV612UNI/B RV896UNI/W - RV896UNI/B

YEAR
WARRANTY
1

2MP, HD 1080P, 4 in 1 camera TVI/AHD/
CVI/Analogue, 3.7mm Pin Hole Fixed 
Lens, Mechanic True Day & Night ,AGC, 
AWB, BLC DWDR, 12v DC, 100 mA

RV444UNI

8 CH Universal, Recording Quality at 2MP, H264, TVI + AHD + Analogue + CVI 
+ IP, TVI & AHD Inputs; 1080p @ 30/25 Synchronous Playback at 1080p, 4 
Audio input, 1 output 2 way Audio, USB 2.0 X 2; HDMI, VGA and BNC (CVBS), 
Web-based management/CMS, Self-adaptive 10/100 Mbps network interface, 
8 Alarm inputs - 2 output P2P remote access supported, Push Notifications, 
Support IOS & Android Mobile/Tablets Free Application, Up to 8TB (2SATA)

4 CH Universal, Recording Quality at 2MP, H264, TVI + AHD + Analogue + CVI 
+ IP,  TVI & AHD Inputs; 1080P @ 30/25, Synchronous Playback at 1080P, 4 
Audio input, 1 output,  2 way Audio, USB 2.0 X 2; HDMI, VGA and BNC (CVBS), 
Web-based management/CMS, Self-adaptive 10/100 Mbps network interface, 
P2P remote access supported, Push Notifications, Support IOS & Android 
Mobile/Tablet Free Application, Up to 4TB (single SATA port) 

16 CH Universal, Recording Quality at 2MP, H264, TVI + AHD + Analogue + CVI + 
IP, TVI & AHD Inputs; 1080p @ 30/25 Synchronous Playback at 1080p, 4 Audio 
input, 1 output, 2 way Audio, USB 2.0 X 2; HDMI, VGA and BNC (CVBS) (VGA & 
HDMI are SPOT) Web-based management/CMS, Self-adaptive 10/100 Mbps 
network interface, 8 Alarm inputs - 2 output, P2P remote access supported, 
Push notifications, Support IOS & Android Mobile/Tablets Free Application,
Up to 8TB (2SATA)

RV1004 - 4CH

RV1016 - 16CH

RV1008 - 8CH

RV1004 Available

RV1004 - 1TB Available
RV1004 - 2TB Available
RV1004 - 4TB Available
RV1004 - 8TB N/A

RV1008 Available

RV1008 - 1TB Available
RV1008 - 2TB Available
RV1008 - 4TB Available
RV1008 - 6TB Available
RV1008 - 8TB Available

RV1016 Available

RV1016 - 1TB Available
RV1016 - 2TB Available
RV1016 - 4TB Available
RV1016 - 6TB Available
RV1016 - 8TB Available

RVSBW RVLBWRVSBB RVLBB

2MP, HD 1080p TVI/AHD/CVI/Analogue 
3.7mm Lens, AGC, AWB, BLC, DNR, 100 
mA with IR on, 10m IR - N/A for Smoke 
Detector, 12v DC

RV762UNI/IR
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2MP HD-TVI-CVI-AHD ANLOGUE CAMERAS
3 YEAR
WARRANTY

2MP, Full HD 1080p, 2.8-12mm
Varifocal Lens, 40m IR, AGC, AWB, 
BLC, DNR, Digital WDR, IP66, 12v DC

2MP, Full HD 1080p, 2.8-12mm
Varifocal Lens, 40m IR, AGC, AWB, 
BLC, DNR, Digital WDR, IP66, 12v DC

2MP, Full HD 1080p, 3.6mm Fixed 
Lens, 60m IR, AGC, AWB, BLC, DNR, 
Digital WDR, IP66, 12v DC

2MP, Full HD 1080p, 7-22mm Auto Iris 
Lens, 25m IR, AGC, AWB, BLC, DNR, 
True WDR, IP66, 12v DC 24V AC

2MP, HD1080p, TVI/AHD/CVI/Analogue 
3.7mm Fixed Lens, AGC, AWB, BLC, DNR, 
100 mA with IR on, 10m IR, 12v DC

2MP, Full HD 1080p, 2.8mm Varifocal 
Lens, 40m IR, AGC, AWB, BLC, DNR, 
Digital WDR, IP66, 12v DC

2MP, Full HD 1080p, 3.7mm Fixed 
Lens,  AGC, AWB, BLC, DNR, TVI/AHD/
CVI/Analogue,100 mA,  12v DC

2MP, 1/2.8” HD progressive scan CMOS 
1920 × 1080 Resolution, 4.8mm to 
120mm, 25× optical zoom, 16× digital 
zoom, 120 dB true WDR, Up to 150m IR 
distance, 3D intelligent positioning, IP66, 
24v AC

2MP, Full HD 1080p, 2.8-12 mm 
Varifocal Lens, 40m IR, AGC, AWB, 
BLC, DNR, Digital WDR, IP66, 12v DC

SRDT2VFW SRDT2VFG

SRBT2FW - SRBT2FG

SRTVIPN

SR762IR

SRVDT2VFW 

SR862UNICovert Camera In Smoke 
Detector Housing

Covert Camera In Alarm 
PIR Housing

SRSP25TVI2MP

SRBT2VFW - SRBT2VFG

SRJ1/W SRJ1/WSRJ1/G SRJ1/G

2MP, Full HD 1080p, 3.6mm Fixed 
Lens, 20m IR, AGC, AWB, BLC, DNR, 
Digital WDR, IP66, 12v DC

2MP, Full HD 1080p, 3.6mm Fixed 
Lens, 20m IR, AGC, AWB, BLC, DNR, 
Digital WDR, IP66, 12v DC

SRDT2FW SRDT2FG

SRJ1/W SRWI/W SRJ1/G SRWI/G

Built in base Built in base

60m
IR

2MP, Full HD 1080p,3.6mm Fixed 
Lens, 10m IR, AGC, AWB, BLC, DNR, 
Digital WDR, IP66, 12v DC

SR222UNI

W: 60mm   H: 57mm

Wall Bracket Included

4



3 YEAR
WARRANTY

2MP HYBRID-TVI - CVI - AHD Analogue - IP DVRs

8 CH Universal, Recording at up to 3MP, 30 fps/ch, Support TVI/AHD/CVI/
Analogue + 4 IP - Total of 12 Cameras, 8ch synchronous playback, 8 Audio 
input, 1 output, USB 2.0 X 2, HDMI & VGA, Web-based management /CMS
8 Alarm input / 1 output, 1SATA HDD, Support IOS & Android, Mobile/Tablets 
Free Application, x 1 HDD up to 8TB

4 CH Universal, Recording at up to 3MP, 30 fps/ch, Support TVI/AHD/CVI 
Analogue + 2 IP - Total of 6 Cameras, 4ch synchronous playback,, 4 Audio 
input, 1 output, USB 2.0 X 2, HDMI & VGA, Web-based management /CMS, 4 
Alarm input / 1 output, 1SATA HD, Support IOS & Android, Mobile/Tablets Free 
Application, x 1 HDD up to 8TB

16 CH Universal, Recording at up to 3MP, 30 fps/ch, Support TVI/AHD/CVI/
Analogue + 8 IP - Total of 24 Cameras, 16ch synchronous playback, 16 Audio 
input, 1 output, USB 2.0 X 2, HDMI & VGA, Web-based management /CMS
16 Alarm input / 1 output, 2SATA HDDs , Support IOS & Android, Mobile/Tablets 
Free Application, x 2 HDD up to 16TB

32 CH Universal, Recording at up to 3MP, Support TVI/AHD/CVI/Analogue + 
8 IP - Total of 40 Cameras, 16ch synchronous playback, 4 Audio input, 1 output, 
USB 2.0 X 2, HDMI & VGA, Web-based management /CMS, 8 Alarm input / 1 
output, 4SATA HDDs Support IOS & Android, Mobile/Tablets Free Application, x 
4 HDD up to 32TB

SR2004D - 4CH (4 + 2 IP Cameras)

SR2016D - 16CH (16 + 8 IP Cameras)

SR2032D - 32CH (32 + 8 IP Cameras)

SR2008D - 8CH (8 + 4 IP Cameras)

SR2004D
SR2004D - 1TB
SR2004D - 2TB
SR2004D - 4TB
SR2004D - 6TB
SR2004D - 8TB
SR2004D - 12TB
SR2004D - 16TB

SR2008D
SR2008D - 1TB
SR2008D - 2TB
SR2008D - 4TB
SR2008D - 6TB
SR2008D - 8TB
SR2008D - 12TB
SR2008D - 16TB

Available
Available
Available
Available
Available
Available

N/A
N/A

SR2016D
SR2016D - 1TB
SR2016D - 2TB
SR2016D - 4TB
SR2016D - 6TB
SR2016D - 8TB
SR2016D - 12TB
SR2016D - 16TB

SR2032D
SR2032D - 1TB
SR2032D - 2TB
SR2032D - 4TB
SR2032D - 6 TB
SR2032D - 8TB
SR2032D - 12TB
SR2032D - 16TB
SR2032D - 20TB
SR2032D - 24TB
SR2032D - 28TB
SR2032D - 32TB

Available
Available
Available
Available
Available
Available

N/A
N/A

Available
Available
Available
Available
Available
Available
Available
Available

Available
Available
Available
Available
Available
Available
Available
Available
Available

Available

Available

Available

5



SRJ1/W SRJ1/G

60m
IR

80m
IR

SRJ1/W SRWI/W

5MP - 8MP  HD-TVI (CVI, AHD, Analogue) Cameras

5MP, 2560 x1920 Resolution,
3.6mm Fixed Lens, 20m IR Distance, 
Digital WDR, AGC, AWB, BLC, DNR, 12v 
DC, IP66

5MP, 2560 x 1920 Resolution,
TVI/AHD/CVI/Analogue, 3.6mm 
Fixed Lens , 10m IR Distance, AGC, 
AWB, BLC, DNR, 12v DC, 300 mA with 
IR on,  IP66, 12v DC

5MP, 2560(H) x 1920(V),
2.8-12mm Varifocal Lens, 30m IR 
Distance, Digital WDR, AGC, AWB, BLC, 
DNR, 12v DC, IP66

SRDT5FW - SRDT5FG SR555UNI

SRVDT5VFW 

5MP, 2560(H) x 1920(V) Resolution, 
2.8-12mm Varifocal Lens, 40m IR 
Distance, Digital WDR, AGC, AWB, BLC, 
DNR, 12v DC, IP66

SRBT5VFW - SRBT5VFG
5MP,  2560(H) x 1920(V) Resolution, 
3.6mm Fixed Lens, 60m IR Distance, 
Digital WDR, AGC, AWB, BLC, DNR, 12v 
DC, IP66

SRBT5FW - SRBT5FG

5MP, 2592(H) ×1944 (V) Resolution, 
5.0-50 mm Motorised Lens,
TVI/AHD/CVI/CVBS, 80m IR, IP66, 
0.05lux@F1.2(AGC ON), 0Lux with IR 
ON, 12v DC

SRBT5VF/550

SRJ1/W

SRJ1/W

SRJ1/G

5MP, 2560(H) x 1920(V) Resolution, 
2.8-8mm Motorised Iris Lens, 20m 
IR, x3 Optical Zoom, AGC, AWB, BLC, 
DNR, 12v DC, IP66

SRSPM5Mini Speed Dome

8MP, 3840 (H) × 2160 (V),
2.8mm Fixed Lens, 20m IR Distance, 
0.05lux@F1.2(AGC ON), 0Lux with IR ON,
 TVI/AHD/CVI/CVBS, Digital WDR, IP66, 
12v DC

5MP, 2560 x1920 Resolution,
TVI/AHD/CVI/Analogue, 3.7mm Fixed 
Lens, AGC, AWB, BLC, DNR, 100 mA 
with IR on, 10m IR, 12v DC

8MP, 3840 (H) × 2160 (V), TVI/AHD/CVI/
CVBS, 3.6 mm Fixed Lens, 0.05lux@
F1.2(AGC ON),0Lux with IR ON, 40m IR, 
IP66, 12V

SRDT8FW

SR765IR

SRBT8FW

5MP, 2560(H) x 1920(V) Resolution,
TVI/AHD/CVI/Analogue,  3.7mm Fixed 
Lens, AGC, AWB, BLC, DNR, 12v DC,
100 mA

SR865UNI

5MP, 2560 x 1920 Resolution
2.8-12mm Varifocal Lens, 40m IR
Distance, Digital, WDR AGC, AWB, BLC, 
DNR, 12v DC, IP66 

SRDT5VFW - SRDT5VFG

W: 60mm   H: 57mm

Built in base

Covert Camera In Smoke 
Detector Housing

Covert Camera In Alarm 
PIR Housing
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3 YEAR
WARRANTY
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5MP HYBRID-TVI - CVI - AHD Analogue - IP DVRs

8 CH Universal, Recording at up to 4K, 7 fps/ch, Support TVI/AHD/CVI/
Analogue + 4 IP - Total of 12 Cameras, 8ch synchronous playback, 8CH Audio 
input, 1CH output, 1x USB 3.0  1x USB 2.0 (for mouse and backup/upgrade), 
HDMI & VGA and BNC (Spot), Web-based management /CMS, 8 Alarm input 
/ 1 output, Support IOS & Android, Mobile/Tablets Free Application, 1SATA 
HDD, x 1 HDD up to 8TB, DC 12V/2A

4 CH Universal, Recording at up to 4K, 6 fps/ch, Support TVI/AHD/CVI/
Analogue + 2 IP - Total of 6 Cameras,  4ch synchronous playback, 4CH Audio 
input, 1CH output, USB 2.0 X 2, HDMI and VGA, Web-based management /
CMS, 4CH Alarm input / 1CH output, Support IOS & Android, Mobile/Tablets 
Free Application, 1SATA HDD, x 1 HDD up to 8TB, DC 12V/2A

16 CH Universal, Recording at up to 5MP, 30 fps/ch, Support, TVI/AHD/CVI/
Analogue + 8 IP - Total of 24 Cameras, 16ch synchronous playback, 4 Audio 
input, 1 output, USB 2.0 X 2 HDMI, VGA & BNC (Spot), Web-based manage-
ment /CMS, 16 Alarm input / 1 output, Support IOS & Android, Mobile/Tablets 
Free Application, TVI up to 5MP / AHD up to 5MP / CVI up to 4MP / CVBS up to 
960H / SERAGE IPC up to 4K, x 2 HDD up to 16TB, DC 12V/2A

SR5004D - 4CH (4 + 2 IP Cameras)

SR5016D - 16CH (16 + 8 IP Cameras)

SR5008D - 8CH (8 + 4 IP Cameras)

SR5004D Available

SR5004D - 1TB Available
SR5004D - 2TB Available
SR5004D - 4TB Available
SR5004D - 6TB Available
SR5004D - 8TB Available
SR5004D - 12TB N/A
SR5004D - 16TB N/A

SR5008D Available

SR5008D - 1TB Available
SR5008D - 2TB Available
SR5008D - 4TB Available
SR5008D - 6TB Available
SR5008D - 8TB Available
SR5008D - 12TB N/A
SR5008D - 16TB N/A

SR5016D Available

SR5016D - 1TB Available
SR5016D - 2TB Available
SR5016D - 4TB Available
SR5016D - 6TB Available
SR5016D - 8TB Available
SR5016D - 12TB Available
SR5016D - 16TB Available
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3 YEAR
WARRANTY

All Our DVRs Are:



3 YEAR
WARRANTY

Built in base

Built in base

60m
IR

60m
IR

HD - IP, 2MP, 4MP, 5MP & 8MP CAMERAS

2MP, Full HD 1080P - 1920(H) x 
1080(V), 3.6mm Fixed Lens, 30m IR 
Distance, Color 0.05lux @ F1.2(AGC 
ON); B/W 0 lux @ IR ON, Digital WDR,
IP66, 12v DC/PoE

2MP, Full HD 1080P, 1920(H) x 1080(V), 
2.8-12mm Motorised Varifocal Auto 
Focus Lens, 40m IR Distance, Digital 
WDR, IP66, 12v DC/PoE

SRDN2FW - SRDN2FG SRDN2VFW - SRDN2VFG

SRJ1/W

SRJ1/W

SRJ1/W

SRJ1/W

SRJ1/G

SRJ1/G

SRJ1/G

SRJ1/W

SRJ1/W

White Light  | 2way Audio  | Siren

SRJ1/G

2MP, Full HD 1080P, 1920(H)×1080(V) 
3.6mm Fixed Lens, 60m IR Distance, 
IR cut filter with auto switch, Digital 
WDR, Color 0.1lux @ F1.2(AGC ON) ;   
B/W 0 lux @ IR ON, IP66, 12v DC/PoE

2MP, Full HD 1080P, 1920(H)×1080(V) 
3.6mm Fixed Lens, 60m IR Distance, 
IR cut filter with auto switch, Digital 
WDR, Color 0.1lux @ F1.2(AGC ON) ;   
B/W 0 lux @ IR ON, IP66, 12v DC/PoE

SRBN2FW SRBN2FG

60m
IR

4MP, 2560 (H) × 1440 (V),
2.8-12mm Motorised Varifocal Auto 
Focus Lens, 40m IR Distance, WDR 
90dB AGC, AWB, BLC, DNR, IP66,
12v DC

4MP, 2560 (H) × 1440 (V) Resolution 
3.6mm Fixed Lens, 60m IR Distance, 
WDR 90 dB, AGC, AWB, BLC, DNR, IP66,
12v DC

SRDN4VFW SRBN4FW - SRBN4FG

5MP, 2592 (H) × 1944 (V),
2.8mm Fixed, Lens, Colour 0.05Lux / 
B/W 0 lux with IR On, 30m IR Distance, 
Digital WDR AGC, AWB, BLC, DNR, IP66,
12v DC

4MP, 2550 (H) × 1440 (V) Resolution,
2.8-12mm Motorised Varifocal Auto 
Focus Lens, 40m IR Distance, WDR 90dB 
AGC, AWB, BLC, DNR, IP66, 12v DC

SRDN5FW - SRDN5FGSRBN4VFW - SRBN4VFG

5MP IP Camera with White Light and 
Siren, 2592 (H) × 1944 (V),
2.8mm Fixed Lens, 0.05lux@F1.2(AGC 
ON),0Lux with IR, 20m IR Distance, 
Two-Way Audio, IP66, 12v DC

5MP, 2592 (H) × 1944 (V), 2.8mm Fixed 
Lens, Color 0.05lux @ F1.2(AGC ON); 
B/W 0 lux @ IR ON, 10m IR Distance, 
Audio with Built-in Microphone, Digital, 
WDR, IP66, 12v DC/PoE

5MP, 2160 (H) x 2160 (V), 1.1mm ,Angle of 
view: 360°, Up to 5m IR distance , Color 
0.1lux @ F1.2(AGC ON);B/W 0 lux @ IR ON 
IP64, 12v DC/PoE

8MP Fixed Metal IR Camera, 3840 (H) × 
2160 (V), 2.8mm Fixed Lens, Color 0.1lux 
@, F1.2(AGC ON) ; B/W 0 lux @ IR ON, 
30m IR Distance, TRUE - WDR, On-board 
storage, up to 128 GB, IP66, Face capture, 
12v DC/PoE

SRBNA5FWSRDN5FSM - Mini Flat Camera 

SRFN5UFO - Fisheye Camera SRDN8FW

SRWI/W SRWI/G

SRJ1/W SRJ1/G

SRWI/W

SRWI/W

SRWI/G

8
SRJ1/W SRWI/W

NEW



SRDNFACE
5MP Fixed Metal IR Dome Face Recognition Camera

5MP 2592 (H) × 1944 (V)

2.8mm Fixed Lens

The SRDNFACE captures the face, this includes the right 
hand filter which gives live updates when a face
is detected. 

The NEW SERAGE IP PIR Camera has a Built-in White lights and Siren that deter theft by lighting up areas and triggering loud 
siren to drive away the intruders. When any activity is discovered, the bright white light will automatically turn on which adds
additional visibility in dark areas and it will also triger loud siren. The time zone of triggering, intensity of the white light and the 
volume of the siren are all programmable. With an IP66 rating, the camera is suitable for a wide range of outdoor applications.

A built-in microphone and speaker allows you to speak and 
listen to anyone in range of the camera. Great for front door 
commercial or residential installations.

The camera features a strong and immediate deterrence by 
producing a loud Siren that serves as a warning signal to stop 
intruders.

User will receive instant notification on the SERAGE app when 
motion is detected. The SERAGE free app provided for iOS and 
Android allow you to view live, recorded and triggered videos 
anywhere. 

The Camera has a built in PIR Sensor to detect motion which 
will trigger the white light and the siren on and send notification 
to the user’s mobile.

Users can search faces over a time period or 
upload a face to search for 

Once the face entry time has been found, users 
can play back the event

Color 0.01lux @ F1.2(AGC ON) ; B/W 0 
lux @ IR ON

DC 12V/POE

30m IR Distance

IP66

SRBNA5FW
5MP IP Camera With White Lights and Siren

2-WAY AUDIO

SIREN

PUSH NOTIFICATION APP

PIR SENSOR

INSTANT
NOTIFICATION
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Up to 4K IP NVRs

4 CH Build-in PoE Recording Quality up to 4K, 40Mbps Incoming Bandwidth, 
2-Way Audio, USB 2.0 x 3, Simultaneous HDMI & VGA outputs, Video Com-
pression H.265 / H.264, Self Adaptive 10m/100m network interface, 4 Alarm 
in / 1 Alarm out - 4 Alarm input / 1 Alarm output, P2P remote access support-
ed Push Notification, 1 HDD up to 8TB, 4K mainstream 1ch, substream 4ch

SR8004N - 4CH SR8004N Available

SR8004N - 1TB Available
SR8004N - 2TB Available
SR8004N - 4TB Available
SR8004N - 6TB Available
SR8004N - 8TB Available
SR8004N - 12TB N/A
SR8004N - 16TB N/A

8 CH Build-in PoE Recording Quality up to 4K, 60Mbps Incoming Bandwidth 
2-Way Audio, USB 2.0 x 3, Simultaneous HDMI & VGA outputs, Video Com-
pression H.265 /H.264 Self Adaptive 10m/100m network interface, 8 Alarm in 
/ 1 Alarm out - 8 Alarm input / 1 Alarm output, P2P remote access supported, 
Push Notification, 2 HDD up to 16TB, 4K mainstream 1ch, substream 8ch

SR8008N - 8CH SR8008N Available

SR8008N - 1TB Available
SR8008N - 2TB Available
SR8008N - 4TB Available
SR8008N - 6TB Available
SR8008N - 8TB Available
SR8008N - 12TB Available
SR8008N - 16TB Available

16 CH Build-in PoE Recording Quality up to 4K, 320Mbps Incoming Bandwidth, 
2-Way Audio, USB 3.0 x 1, USB 2.0 x 2, Simultaneous HDMI & VGA outputs 
(Spot), Video Compression H.265 / H.264, Self Adaptive 10m/100m network 
interface, 16 Alarm in /4 Alarm out - 16 Alarm input / 1 Alarm output, P2P re-
mote access supported, Push Notifications, 2 HDD up to 16TB, 4K mainstream 
4ch, substream 16ch

SR8016N - 16CH SR8016N Available

SR8016N - 1TB Available
SR8016N - 2TB Available
SR8016N - 4TB Available
SR8016N - 6TB Available
SR8016N - 8TB Available
SR8016N - 12TB Available
SR8016N - 16TB Available

16 CH Build-in PoE, Recording Quality up to 4K, 320Mbps Incoming Band-
width, 2-Way Audio, USB 3.0 x 1, USB 2.0 x 2, Simultaneous HDMI & VGA 
outputs (Spot), Video Compression H.265 / H.264, Self Adaptive 10m/100m 
network interface, 16 Alarm in / 4 Alarm out - 4 Alarm input / 1 Alarm output, 
P2P remote access supported Push Notifications, 4 HDD up to 32TB, 4K 
mainstream 4ch, substream 16ch

SR8016N/4 - 16CH SR8016N/4 Available

SR8016N/4 - 1TB Available
SR8016N/4 - 2TB Available
SR8016N/4 - 4TB Available
SR8016N/4 - 6TB Available
SR8016N/4 - 8TB Available
SR8016N/4 - 12TB Available
SR8016N/4 - 16TB Available
SR8016N/4 - 20TB Available
SR8016N/4 - 24TB Available
SR8016N/4 - 28TB Available
SR8016N/4 - 32TB Available
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Up to 4K IP NVRs

32 CH Built-in PoE, Recording Quality up to 4K, 320Mbps Incoming Band-
width, 1x3.0 USB  for backup/upgrade  , 2x 2.0 USB for mouse , Simultaneous 
HDMI & VGA outputs (Spot), RJ-45 port (1000M), 16 Alarm in / 1 Alarm out, 
Two-way Audio Line-in: 1 Input, RCA (2.0 Vp-p, 1kΩ), Audio Output: 1 Output, 
RCA (2.0 Vp-p, 1kΩ), Video Format: H.265/H.264, 16 PoE ports;single port up 
to 802.3at(30w), P2P remote access supported Push Notifications, 4 SATA 
HDDs, each HDD up to 6TB, AC 110~240V ,PoE Swith: 48V

SR8032N/4 - 32CH SR8032N/4 Available

SR8032N/4 - 1TB Available
SR8032N/4 - 2TB Available
SR8032N/4 - 4TB Available
SR8032N/4 - 6TB Available
SR8032N/4 - 8TB Available

SR8032N/4 - 12TB Available
SR8032N/4 - 16TB Available
SR8032N/4 - 20TB Available
SR8032N/4 - 24TB Available
SR8032N/4 - 28TB Available
SR8032N/4 - 32TB Available

3 YEAR
WARRANTYP2P

PoE
H.265

Night Light is a serage NEW feature which allows the camera to give a colour picture at night under 
low light. In extreme low light, it offers infrared coverage through out the whole picture up to the 

infrared range of the camera. Please see below example

With infrared

The above example is based on a real footage of the
SRDN2FW (2MP) 

With Night Light

11



Hikvision 4MP IP Cameras  

4MP IR Fixed DomeNetwork Camera 
2.8mm Fixed Lens, 30m IR , BLC/3D 
DNR/ROI/HLC, Built-in micro SD/SDHC/
SDXC cardslot up to 128GB, 120dB WDR, 
4 Behavior analyses, IP67, IK10, 12V DC 
PoE, Powered by Darkfighter

4MP Internal Dome Camera,
2.8 mm Fixed Lens, 30m IR, H.265+ 
compression, 120dB WDR, Built-inmi-
cro SD/SDHC/SDXC slot, up to 128 GB, 
4 Behavior Analyses, IP67, 12V DC
Powered by Darkfighter

4MP IR Fixed Mini Dome Network Cam-
era, 2.8mm Fixed Lens, 10m IR, 120dB 
WDR, Built-in MicroSD/SDHC/SDXC slot, 
up to 128G, BLC/3D, DNR/HLC/ROI, IK08, 
IP66, 12 VDC & PoE

DS-2CD2345FWD-I (2.8mm)

DS-2CD2145FWD-IS (2.8mm)

DS-2CD2543G0-IS (2.8mm)

4MP ColorVu Fixed Turret Network 
Camera, 2.8mm Fixed Lens, Max. 2688 × 
1520@30fps, Warm white LEDs (3000K), 
up to 30m, IP66, H.265+, H.264+, Built-in 
mic (Optional), 120dB WDR, BLC/3D DNR/
HLC/ROI, 12 VDC & PoE

DS-2CD2347G1-LU (2.8mm)

4MP External Vandal Dome, 2.8-12mm 
Motorised Vari-focal Lens, 30m IR , 
IP67, IK10, H.265+ compression, 12V 
DC & PoE, 120dB WDR, 4 Behavior 
Analyses, Bulit-in micro SD
Powered by Darkfighter

4MP External Turret, 2.8-12mm Mo-
torised Varifocal Lens, 30m IR , IP66, 
IK10, H.265+ compression, 12V DC & 
PoE, 120dB WDR, 4 Behavior Analyses, 
Bulit-in micro SD
Powered by Darkfighter

DS-2CD2745FWD-IZS

DS-2CD2H45FWD-IZS

12

DS-2CD2345FWD-I/W DS-2CD2345FWD-I/B

IA P Q

WR X

WT X

K3

S0 ~ S1K0 K2

K3O U V

4MP, 1/2.7" Progressive Scan CMOS,
2.8-12mm Motorised Varifocal Lens, Up 
to 40m IR Range, WDR 120 dB, BLC, HLC, 
3D DNR, 1 input, 1 output max. 24 VDC/24 
VAC @500 mA), Built-in micro SD slot, up 
to256 GB, IP66, IK10, 12 VDC & PoE

DS-2CD2746G2-IZS

C X4 ~2M0

4MP, 1/1.8” Progressive Scan CMOS, 560 × 
1440@ 30fps, 140dB WDR, Color: 0.002Lux 
@ (F1.2, AGC ON), 0.005 Lux @ (F1.8, AGC 
ON), 0 Lux with IR, up to 30m IR, Alarm 
1 input/1 output, Audio 1 input/1 output, 
IP67, IK10, Anti-IR reflection, 12 VDC & PoE, 
Powered by Darkfighter

4MP, 2592 × 1944 Max. Resolution, 
2.8mm Fixed Lens, 1/2.7" Progressive 
Scan CMOS, Color: 0.003 Lux @ (F1.4, 
AGC ON), up to 60m IR, Built-in micro 
SD slot, up to 256 GB, BLC, HLC, 3D DNR, 
Day & Night ICR Cut, 12 VDC & PoE

DS-2CD5546G0-IZHS

DS-2CD5546G0-IZHS
2.8-12mm

DS-2CD5546G0-IZHS-
8-32mm

DS-2CD2T46G2-2I (2.8mm)
VFT V2G

X
DS-2CD2T47G1-L (2.8mm)

4MP External Bullet, 2.8mm Fixed Lens, 
H.265+, H.264+, 120dB WDR, 24/7 Full 
time color, Built-in micro SD/SDHC/
SDXC slot, up to 128G, IP67 Water and 
dust resistant, 12V DC & PoE

GF U
DS-2CD2646G2-IZS

4MP Varifocal Bullet Network Camera, 
1/2.7" Progressive Scan CMOS,
2.8-12 mm Motorised Varifocal Lens, 
60m IR, BLC, HLC, 3D DNR, Alarm 1 input, 
1 output , 1 RJ45 10M/100M self-adaptive 
Ethernet port, 12V DC & PoE, 

DS-2CD2347G1-LU DS-2CD2347G1-LU/B

To Check The Relevant Brackets And Bases, Please Go To Page 29

S0K0 ~

4MP, 1/2.7" Progressive Scan CMOS, 
Color: 0.003 Lux @ (F1.4, AGC ON), 
2.8mm Fixed lens, Max. Resolution2592 
× 1944, Up to 30m IR, BLC, HLC, 3D DNR, 
IP66, Built-in micro SD slot, up to 256 
GB , 12 VDC & PoE

DS-2CD2346G2-IU (2.8mm)



6MP Internal Vandal Dome, 2.8mm 
Fixed Lens, Triple stream 3 axis mount, 
Up to 30m IR distance, 2 analytics, IP67 
weatherproof, 120dB WDR, Supports on 
board storage (up to 128GB), Vandal re-
sistant up to IK10, 12V DC & PoE (802.3af)

6MP IR Fixed Mini Dome Camera, 2.8mm 
Fixed Lens, Triple stream 3 axis, Up to 
10m IR distance, IP66 weatherproof, IK08, 
120dB WDR, Supports on board storage 
(up to 128GB), Built in microphone & 
Alarm I/O 12V DC & PoE

DS-2CD2163G0-I/G (2.8mm)

DS-2CD2563G0-IS (2.8mm)

6MP, 2.8mm Fixed Lens, Triple stream, 
3 axis mount, Up to 30m IR distance, 
H.265+ compression, 2 analytics, IP67 
weatherproof, 120dB wide dynamic 
range, Supports on board storage (up to 
128GB), 12V DC & PoE

DS-2CD2363G0-I (2.8mm)

IA P

13

Hikvision 6MP IP Cameras  

K3

R

6MP Internal Vandal Dome, 2.8mm Fixed 
Lens, Triple stream 3 axis mount, Up to 
30m IR distance, 2 analytics, IP67 weath-
erproof, 120dB WDR, Supports on board 
storage (up to 128GB), Vandal resistant up 
to IK10, 12V DC & PoE (802.3af)

DS-2CD2163G0-I (2.8mm)

M0 ~2 DC N0

6MP IR Varifocal Dome Network Camera, 
2.8-12mm Motorised Varifocal Lens, Up 
to 30m IR distance, IP67 weatherproof, 
120dB WDR, Audio 1 input (line in, 3.5 
mm), 1 output(3.5 mm),  12V DC & PoE, 
Powered by Darkfighter

GF U V W X

6MP IR VF Turret Network Camera,
2.8-12mm Motorised Varifocal Lens,
Triple stream, Up to 30m IR distance, 
2 analytics, IP67 weatherproof, 120dB 
WDR, Audio line in & Alarm I/O, Built in 
back box for terminating cables

DS-2CD2H63G0-IZS DS-2CD2765G0-IZS
WT X

6MP IR Fixed Bullet Network Camera, 
2.8mm Fixed Lens, Triple stream, Up to 
50m IR distance, H.265+ compression, 2 
analytics, IP67 weatherproof, 120dB WDR, 
12V DC & PoE, Powered by Darkfighter

DS-2CD2T65G1-I5 (2.8mm)
6MP IR Varifocal Bullet Network Camera, 
2.8-12mm Motorised Varifocal Lens, 
Triple stream, Up to 50m IR distance, 
H.265+ compression, 4 behavior analyses 
and face detection, IP67 weatherproof 
120dB, Powered by Darkfighter

DS-2CD2665G0-IZS

6MP IR Fixed Turret Network Camera, 
2.8mm Fixed Lens, Up to 30m IR 
distance, BLC/3D DNR/ROI/HLC, IP67 
weatherproof, 120dB WDR, Supports on 
board storage (up to 128GB) 12V DC & 
PoE, Powered by Darkfighter

DS-2CD2365G1-I (2.8mm)

6MP IR Fixed Turret Network Camera, 
2.8mm Fixed Lens, Up to 30m IR distance, 
BLC/3D DNR/ROI/HLC, IP67 weatherproof, 
120dB WDR, Supports on board storage 
(up to 128GB) 12V DC & PoE, Powered by 
Darkfighter

DS-2CD2365G1-I/B (2.8mm)

K0 S1K2S0 ~

To Check The Relevant Brackets And Bases, Please Go To Page 29

DS-1280ZJ-DM21/BDS-1280ZJ-DM18 DS-1280ZJ-S

C K2

DS-1280ZJ-DM18/G

D G

DS-1260ZJ

F

DS-1280ZJ-DM21

K0

DS-1280ZJ-DM22

K

To Check The Relevant Brackets And Bases, Please Go To Page 29
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8MP IR Fixed DomeNetwork Camera, 
2.8mm Fixed Lens, Triple stream, 3 axis 
mount, Up to 30m IR distance, Internal 
use, 4 analytics 120dB WDR,  Vandal 
resistant up to IK10, Supports on board 
storage (up to 128GB) 12V DC & PoE

DS-2CD2183G0-I/Grey (2.8mm)

Hikvision 8MP IP Cameras  

8MP IR Fixed Turret Network Camera, 
2.8mm Fixed Lens, Triple stream, 3 
axis mount, Up to 30m IR distance, 4 
analytics, H.265+ compression, IP67 
weatherproof 120dB WDR, 12V DC & PoE, 
Powered by Darkfighter

8MP IR Fixed Turret Network Camera, 
2.8mm Fixed Lens, Triple stream, 3 
axis mount, Up to 30m IR distance, 4 
analytics, H.265+ compression, IP67 
weatherproof 120dB WDR, 12V DC & PoE, 
Powered by Darkfighter

DS-2CD2385G1-I (2.8mm) DS-2CD2385G1-I/B (2.8mm)

8MP IR Fixed Turret Network Camera
1/2" Progressive Scan CMOS, 3840 × 2160 @ 
20fps, 2.8mm Fixed Lens, IP67
120dB WDR, H.265+, H.265, H.264+, H.264, 
Built-in microphone (optional)
Powered by Darkfighter

8MP IR Vari focal Bullet Network Camera 
2.8-12mm Motorised Varifocal Lens, 
Triple stream, Up to 30m IR distance, 
H.265+ compression, 4 analytics, IP67 
weatherproof, 120dB WDR,  12V DC & PoE, 
Powered by Darkfighter

DS-2CD2386G2-I (2.8mm)

K0

K0

N0

S1K2

D

8MP IR Fixed Dome Network Camera, 
2.8mm Fixed Lens, Triple stream, 3 axis 
mount, Up to 30m IR distance, Internal 
use, 4 analytics 120dB WDR,  Vandal 
resistant up to IK10, Supports on board 
storage (up to 128GB) 12V DC & PoE

DS-2CD2183G0-I (2.8mm)

S0

S0

~

~K0 S0

F1F V3G

T

8MP IR Vari-focal Turret Network 
Camera 2.8-12 mm Motorised Varifocal 
Lens, H.265+, H.265, H.264+, H.264, Three 
streams, 4 behavior analyses & face 
detection, 120dB WDR, IP67, IK10, Up to 
30m Anti-IR Reflection, 12 VDC

8MP, 1/1.8” Progressive Scan CMOS, 3840 
× 2160@ 30fps, MJPEG up to 1920 × 1080 
@ 30fps, 2.8-12mm Motorised Vari Focal 
Lens, Digital WDR, up to 30m IR range, 
IP67, IK10, Alarm 1 input/1 output, audio 
1input/1output

DS-2CD2H85G1-IZS

DS-2CD5585G0-IZHSDS-2CD2785G0-IZS

DS-2CD2T85G1-I5/B (2.8mm)

WT X

8MP IR Varifocal Bullet Network Camera, 
2.8-12mm Motorised Varifocal Lens, 
Triple stream, Up to 50m IR distance, 4 
analytics, IP67 weatherproof, 120dB wide 
dynamic range, Audio line in & alarm I/O, 
Powered by Darkfighter

DS-2CD2685G0-IZS
U V

8MP IR Fixed Bullet Network Camera, 
2.8mm Fixed Lens, Triple stream, Up to 
50m IR distance, H.265+ compression, 4 
analytics,  IP67 weatherproof, 120dB WDR, 
12V DC & PoE,
Powered by Darkfighter

DS-2CD2T85G1-I5 (2.8mm)

W X

8MP, 1/1.8” Progressive Scan CMOS, 3840 
× 2160@ 30fps, MJPEG up to 1920 × 1080@ 
30fps, 2.8-12 mm Motorised Lens, H.265, 
H.265+, H.264, H.264+, 5 defined streams 
& up to 5 custom streams, 120dB WDR, 
Alarm 2inputs/2 outputs, IP67, IK10

DS-2CD5A85G0-IZS

M0 ~2C

To Check The Relevant Brackets And Bases, Please Go To Page 29

12MP, 1/1.7” Progressive Scan CMOS, 
4000×3000 @ 20fps, MJPEG up to 1920 × 
1080 @ 30fps, 2.8-12mm Vari Focal Lens, 
H.265, H.265 , H.264, H.264, Digital WDR, 
up to 30m IR range, IP67, IK10, Alarm 1 
input/1 output, audio 1input/1output

DS-2CD55C5G0-IZHS
T

12 MP
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Hikvision ANPR / FISHEYE / PANOVU / COVERT Cameras  

6MP, 1/2.8” Progressive Scan CMOS,
1.27mm Lens, Up to 15 live view display 
modes, 120 dB WDR, Up to 15m IR range, 
Built-in microphone & speaker, Smart 
features, 6behavior analyses, 3 exception 
detections.

6MP, 1/2.8” Progressive Scan CMOS,1.27mm 
Lens, Up to 15 live view display modes, 120 
dB WDR, Up to 15m IR range, Built-in micro-
phone & speaker, Smart features, 6behavior 
analyses, 3 exception detections, IP66, IK10 
for camera housing

DS-2CD6365G0-IS

DS-2CD6365G0-IVS
12MP, Fish-eye Network Camera, 
1.29mm Lens, 1/2.8” Progressive Scan 
CMOS, Max. 3072 × 2048 @30fps, Up to 
15 live view display modes, 120 dB WDR, 
Up to 15m IR range, Built-in microphone 
and speaker, Smart features, 6 behavior 
analyses

12MP, IR Network Fisheye DeepInView 
Camera, Immervision for Clearer Dewarp, 
1.29mm Lens, H.265+/H.265, 15W PoE 
(802.3at, 42.5 to 57V), 0.4A to 0.3A, IP66, 
IK10, For outdoor use, 12 VDC,1A

DS-2CD6D24FWD-IZHS  - 8MP
DS-2CD6D54FWD-IZHS - 20MP
2.8- 12mm, 360° panoramic view
Approx. 10 to 30 meters IR, Adapt Deep 
Learning Algorithm, Heater Supported, 6 
behavior analyses, IP67, IK10

DS-2CD63C5G0-IS(IV)

DS-2CD63C5G0-IVS(IV)
DS-2CD6D24FWD-IZHS
DS-2CD6D54FWD-IZHS

2MP 1/2.8” Progressive Scan CMOS Col-
our: 0.005 Lux @(F1.2, AGC ON) 0.014 Lux 
@(F2.0, AGC ON), Pin-hole 3.7mm lens, 
SD card slot, up to 128GB H.265/H.264, 
120dB WDR, 3D DNR 4 behaviour analyses 
Audio and alarm I/O

DS-2CD6425G0-20/2M

31

3MP Ultra-wide Panoramic Network 
Camer, 2mm lens, F2.4; Horizontal view: 
135° vertical view:98°, 0.1 Lux @ (F1.2, AGC 
ON), 0 Lux with IR Up to 15m IR range, 
True WDR, up to 120dB, Audio/Alarm IO/ 
RS485, IP66, IK10, 12 VDC ± 10% / PoE

DS-2CD6W32FWD-IVS

4MP, 2.8mm Fixed Lens, Triple stream, 
Up to 10m IR distance, H.265+ compres-
sion, 2 analytics, 120dB WDR, Supports 
on board storage (up to 128GB) Wifi Built 
in microphone & speaker Supports PIR 
(Passive Infrared Detection) 12V DC & PoE 

2MP real-time video, 8-32mm Motor-
ised Varifocal Lens (up to 30m capture) 
Full analytics with 6 behaviour analyses, 
Up to 100m IR distance, IP67 weather-
proof, Five stream ,140dB WDR, 2 Alarm 
inputs, 2 Alarm outputs, 12V DC

W

UW

X

VX

Dual-Lens People Counting Camera, 
monochrome image only, 1/3” Progres-
sive Scan CMOS, 2mm lens, 3D DNR, 
support separate counting of people 
entering,exiting, and passing by, 3D 
digital noise reduction

DS-2CD2785G0-IZS

DS-2CD2443G0-IW (2.8mm)

DS-2CD7A26G0/P-IZS (8-32mm)

2MP real-time video, 2.8-12mm
Motorised Varifocal Lens (up to 15m 
capture) Full analytics with 6 behaviour 
analyses, Up to 50m IR distance, IP67 
weatherproof, Five stream, 140dB WDR, 2 
Alarm inputs, 2 Alarm outputs, 12V DC

2MP ANPR Ultra-Low Light Bullet Camera
2.8-12mm Motorised Varifocal Lens with 
50m IR. 8-32mm Motorised Varifocal 
Lens with 100m IR, Both has IP67,
Triple-Stream, Support SD/SDXC Card, 
Audio line in & alarm I/O

DS-2CD7A26G0/P-IZS

DS-2CD4A26FWD

 FOR OUTDOOR USE
DS-2CD6D24FWD-IZHS - 8MP

FOR INDOOR USE

FOR OUTDOOR USE

DS-2CD4A26FWD-IZSWG/P - 2.8-12mm

DS-2CD6D54FWD-IZHS - 20MP

DS-2CD4A26FWD-IZSWG/P - 8-32mm 

Y0

Y0

Z

Z

Y

Y

X2

X2

X3

X3Y0

Y0

Z

Z

Y

Y

X2

X2

X3

X3

To Check The Relevant Brackets And Bases, Please Go To Page 29
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10 118531 974

Hikvision IP PTZ Speed Dome Cameras

2MP real-time video, 25x optical zoom, 
16Xx digital zoom, 4.8-120mm lens, Up to 
150 IR distance, IP66, H.265+ compression, 
3D intelligent positioning , 120 dB WDR, 
True day / night, Hi-PoE (30W) / 24 VAC

DS-2DE5225IW-AE

4MP, 4x optical zoom, 2.8 - 12 mm, Min. 
illuminationColor: 0.005 Lux @(F1.5, AGC 
ON)B/W: 0.001 Lux @(F1.5, AGC ON)0 
Lux with IR, Up to 50m IR distance, Up 
to 30m white light distance, IP66, Easy 
installation, Support audio visual alarm

4MP, 1/2.5" progressive scan CMOS
4.8mm to 120mm, 25× optical zoom
Up to 2560×1440@30fpsresolution, 25× 
optical zoom, 16× digital zoom, Up to 
100m IR distance, Support H.265+/H.265 
video compression, 12VDC & PoE

DS-2DE3A404IW-DE/W DS-2DE4425IW-DE

4MP, 25x optical zoom, 16x digital zoom
4.8 - 120mm, Up to 150m IR distance,
IP66, H.265+ compression, 3D intelligent, 
positioning , 120dB WDR, True day / night
Alarm input/output, 24 VAC & Hi-PoE

DS-2DE5425IW-AE

2 6

2MP, real-time video, 25x optical zoom, 
16x digital zoom, 4.8-120mm lens, 360° 
endless, Up to 50m IR distance, IP66, 
H.265+ compression, Smart Tracking, 
120dB WDR, True day/night , Audio line in, 
2 alarm in / 2 alarm out, 12V DC / Hi-PoE

DS-2DE4A225IW-DE

4MP, 32x optical zoom, 16x digital zoom,, 
1/2.5" progressive scan CMOS, 4.8mm 
to 153mm, 32x optical zoom, Up to 
2560×1440@30fpsresolution, Up to 150m 
IR distance, Audio input/output, Alarm 
input/output, IP66, 24VAC & Hi-PoE

DS-2DE5432IW-AE

DS-2DF9C435IH-DLW
4MP, 1/1.8” HD CMOS sensor, 5.7mm to 
205.2mm, 36× Optical, Smart Tracking, 
Smart Detection, Smart Record, 200m 
IR distance, Support H.265+/H.265 video 
compression, Support rapid focus, WDR, 
3D DNR, HLC, 24VAC & Hi-PoE

8MP 2/3" progressive scan CMOS, 7.5mm 
to 270mm, Min. illum.: Color: 0.005 Lux @
(F1.5, AGC ON), B/W: 0.0005 Lux @(F1.5, 
AGC ON) 0 Lux with IR, 36× optical zoom, 
16× digital zoom, Up to 200m IR distance, 
Smart Tracking, Record, & detection, 
Papid focus, IK10 IP67,  24VAC & Hi-PoE

60W High power output, 
10/100/1000Mbps, Power cable 
included, This high power POE injector 
is designed to power devices with a 
requirement for higher wattage than the 
standard 30W IEEE 802.11at.

DS-2DF8436IX-AELW

DS-2DF8836IX-AELW HIK/PTZ PSUs POE

10 118531 974 10 118531 974

4MP, 35× Network IR Darkfighter X PTZ Cam-
era, Dual-sensor, 1/1.8" progressive scan CMOS, 
Color: 0.0005 Lux @(F1.5, AGC ON) B/W: 0.0001 
Lux @(F1.5, AGC ON) 0 lux with IR, Smart IR up 
to 250m, 2688 × 1512: 25fps, Digital Zoom: 16x, 
Focus: 5.9mm to 206.5mm, Smart Tracking, 
Support rapid focus, IP67

16

WIPER INCLUDED
Rain-Sensing
Auto Wiper

WIPER INCLUDED

10 118531 974 10 118531 974
DS-2DF8225IH-AELW

2MP Network IR Speed Dome, 50x Optical 
Zoom, 16× Digital Zoom, 6.6-330mm 
Lens, 360°endless, 0 lux with IR, Up to 
500m IR , IP66, Optical Image Stabiliza-
tion, Audio I/O 1/1, Alarm I/O 7/2, Smart 
Detection, 24VAC/Hi-PoE,

DS-2DF8250I5X-AELW
2MP, 2× 1/2.8" progressive scan CMOS, 
4.8-120mm, 25× Optical, Colour: 0.001 Lux 
@(F1.5, AGC ON), B/W: 0.0001Lux @(F1.5, 
AGC ON), 0 Lux with IR, 200m IR Range, 
16x Digital Zoom, IP66, Smart Tracking, 
Smart Detection, 24 VAC & Hi-PoE

WIPER INCLUDED WIPER INCLUDED

To Check The Relevant Brackets And Bases, Please Go To Page 29
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DS-7600NI-K1 and K2 Series NVR

4CH, Recording Quality up to 8MP, 40Mbps inbound Bandwidth
80Mbps outbound Bandwidth, 2-Way Audio 1-ch, RCA (2.0 Vp-p, 1kΩ)
USB 2.0 X 2, VCA Video Content Analytics, Simultaneous HDMI & VGA outputs, 
1 SATA interface, 1 RJ-45 10 / 100 Mbps selfadaptive, Alarm Not Applicable,
48 VDC, Up to 6TB capacity per HDD (single SATA port)

DS-7604NI-K1/4P - 4CH DS-7604NI-K1/4P Available

DS-7604NI-K1/4P - 1TB Available
DS-7604NI-K1/4P - 2TB Available
DS-7604NI-K1/4P - 4TB Available
DS-7604NI-K1/4P - 6TB Available
DS-7604NI-K1/4P - 8TB Available

DS-7732NI-K4/16P Available

DS-7732NI-K4/16P - 1TB Available
DS-7732NI-K4/16P - 2TB Available
DS-7732NI-K4/16P - 4TB Available
DS-7732NI-K4/16P - 6TB Available
DS-7732NI-K4/16P - 8TB Available
DS-7732NI-K4/16P - 12TB Available
DS-7732NI-K4/16P - 16TB Available
DS-7732NI-K4/16P - 20TB Available
DS-7732NI-K4/16P - 24TB Available
DS-7732NI-K4/16P - 28TB Available
DS-7732NI-K4/16P - 32TB Available

8CH, Recording Quality up to 8MP, 80 Mbps Incoming bandwidth, 160 Mbps 
outgoing bandwidth, Up to 16 IP cameras can be connected, HDMI & VGA 
independent outputs provided, HDMI Videooutput at up to 4K (3840 ×2160) 
resolution HD Storage, 8/16 independent PoE network interfaces are provided, 
Front panel: 1 × USB 2.0; Rear panel: 1 × USB 3.0, 2 SATA interfaces for 2HDDs, 
Up to 6TB capacity for each HDD, 100 to 240 VAC

DS-7608NI-K2/8P - 8CH DS-7608NI-K2/8P Available

DS-7608NI-K2/8P - 1TB Available
DS-7608NI-K2/8P - 2TB Available
DS-7608NI-K2/8P - 4TB Available
DS-7608NI-K2/8P - 6TB Available
DS-7608NI-K2/8P - 8TB Available
DS-7608NI-K2/8P - 12TB Available
DS-7608NI-K2/8P - 16TB Available

16CH, Recording Quality up to 8MP, Max 16 IP cameras, 160M incoming band-
width, 160M outgoing bandwidth, 4K HDMI and VGA, 1 × USB 2.0 front/1 × USB 
3.0 rear, RJ-45, 2x SATA interface, 16 port PoE Interfaces, Alarm In/Out: 4/1, 16 
RJ-45 10/100 Mbps self-adaptive Ethernet interfaces, 2 SATA interfaces for 
2HDDs, Up to 6TB capacity for each HDD, 100 to 240 VAC

32CH, Recording Quality up to 8MP, 256 Mbps inbound Bandwidth, 160 Mbps 
outbound Bandwidth, 2-Way Audio 1-ch, RCA (2.0 Vp-p, 1kΩ), USB 2.0 X 2 & 3.0 
X 1, VCA Video Content Analytics, Simultaneous HDMI & VGA outputs, 4 SATA 
interfaces, 1 RJ-45 10 / 100 Mbps selfadaptive, Alarm I/O: 4/1, 
Up to 6 TB capacity for each HDD, 100 to 240 VAC

DS-7616NI-K2/16P - 16CH

DS-7732NI-K4/16P - 32CH

DS-7616NI-K2/16P Available

DS-7616NI-K2/16P - 1TB Available
DS-7616NI-K2/16P - 2TB Available
DS-7616NI-K2/16P - 4TB Available
DS-7616NI-K2/16P - 6TB Available
DS-7616NI-K2/16P - 8TB Available
DS-7616NI-K2/16P - 12TB Available
DS-7616NI-K2/16P - 16TB Available
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DS-7600NI-I2/P SERIES Built-in PoE NVR (4K IP on all inputs)

DS-7700NI-I4/P SERIES Built-in PoE NVR (4K IP on all inputs)

8CH, Recording Quality up to 12MP, 80 Mbps inbound bandwidth
256 Mbps outbound bandwidth, 2-Way Audio 1-ch, RCA (2.0 Vp-p, 1kΩ), 8-CH 
Synchronous playback, 1 × USB 2.0, 1 × USB 3.0, Simultaneous HDMI & VGA 
outputs, 2 SATA interfaces, 1 RJ-45 10/100/1000 Mbps self-adaptive, 4ch 
Alarm In 1ch Alarm out, Up to 8TB capacity for each HDD, 100 to 240 VAC

DS-7608NI-I2/8P - 8CH DS-7608NI-I2/8P Available

DS-7608NI-I2/8P - 1TB Available
DS-7608NI-I2/8P - 2TB Available
DS-7608NI-I2/8P - 4TB Available
DS-7608NI-I2/8P - 6TB Available
DS-7608NI-I2/8P - 8TB Available
DS-7608NI-I2/8P - 12TB Available
DS-7608NI-I2/8P - 16TB Available

16CH, Recording Quality up to 12MP, 160Mbps inbound bandwidth
256Mbps outbound bandwidth, 2-Way Audio 1-ch, RCA (2.0 Vp-p, 1kΩ), 16-CH 
Synchronous playback, 1 × USB 2.0, 1 × USB 3.0, Simultaneous HDMI & VGA 
outputs, 2 SATA interfaces, 1 RJ-45 10/100/1000 Mbps self-adaptive, 4ch Alarm 
In 1ch Alarm out, Up to 8TB capacity for each HDD, 100 to 240 VAC

DS-7616NI-I2/16P - 16CH DS-7616NI-I2/16P Available

DS-7616NI-I2/16P - 1TB Available
DS-7616NI-I2/16P - 2TB Available
DS-7616NI-I2/16P - 4TB Available
DS-7616NI-I2/16P - 6TB Available
DS-7616NI-I2/16P - 8TB Available
DS-7616NI-I2/16P - 12TB Available
DS-7616NI-I2/16P - 16TB Available

16CH, Recording Quality up to 12MP, 160 Mbps inbound Bandwidth 256 Mbps 
outbound Bandwidth, 2-Way Audio 1-ch, RCA (2.0 Vp-p, 1kΩ), USB 2.0 X 2 & 
3.0 X 1, Dual Ian Interface, Simultaneous HDMI & VGA outputs, 4 SATA inter-
faces, 1 RJ-45 10 / 100 / 1000 Mbps selfadaptive, Alarm I/O: 16/4, 1.5U case 19” 
chassis, Up to 6TB capacity for each HDD, 100 to 240 VAC,

DS-7716NI-I4/16P - 16CH DS-7716NI-I4/16P Available

DS-7716NI-I4/16P - 1TB Available
DS-7716NI-I4/16P - 2TB Available
DS-7716NI-I4/16P - 4TB Available
DS-7716NI-I4/16P - 6TB Available
DS-7716NI-I4/16P - 8TB Available
DS-7716NI-I4/16P - 12TB Available
DS-7716NI-I4/16P - 16TB Available
DS-7716NI-I4/16P - 20TB Available
DS-7716NI-I4/16P - 24TB Available
DS-7716NI-I4/16P - 28TB Available
DS-7716NI-I4/16P - 32TB Available

DS-7732NI-I4/16P/KB/CVBS £400

DS-7732NI-I4/16P/KB/CVBS - 1TB £440
DS-7732NI-I4/16P/KB/CVBS - 2TB £460
DS-7732NI-I4/16P/KB/CVBS - 4TB £500
DS-7732NI-I4/16P/KB/CVBS - 6TB £550
DS-7732NI-I4/16P/KB/CVBS - 8TB £590
DS-7732NI-I4/16P/KB/CVBS - 12TB £690
DS-7732NI-I4/16P/KB/CVBS - 16TB £774
DS-7732NI-I4/16P/KB/CVBS - 20TB £874
DS-7732NI-I4/16P/KB/CVBS - 24TB £974
DS-7732NI-I4/16P/KB/CVBS - 28TB £1074
DS-7732NI-I4/16P/KB/CVBS - 32TB £1,174

32CH, Recording Quality up to 12MP, 256 Mbps inbound Bandwidth, Up to 
32-ch IP cameras can be connected (up to 12 MP), HDMI and VGA independent 
outputs provided, HDMI Videooutput at up to 4K (3840 ×2160) resolution,
Up to 4 SATA interfaces connectable for HDD connection, 16-ch synchronous 
playback at up to 1080presolution, 16 independent PoE network interfaces are 
provided, Up to 8TB capacity for each HDD, 100 to 240 VAC

DS-7732NI-I4/16P/KB/CVBS - 32CH



DS-9600NI-I8/16 Series NON PoE NVR

32 CH, Recording Quality up to 12MP, 320 Mbps inbound Bandwidth
256 Mbps outbound Bandwidth, 2-Way Audio 1-ch, RCA (2.0 Vp-p, 1kΩ), USB 
2.0 X 2 & 3.0 X 1, 2ch HDMI, 2ch VGA, 1 × BNC, Supports HDD Hot Swap with 
RAID 0, 1, 5, 6 & 10, 8 SATA interfaces, 1 eSATA interface, 2 RJ-45 10 / 100 
/ 1000 Mbps selfadaptive, Alarm I/O: 16/4, 1.5U case 19” chassis, Third-party 
network cameras supported, Plug & Play with 24 independent PoE network 
interfaces, Push notification, Contains a remote control, 100 to 240 VAC, 50 
to 60 Hz, Up to 6TB capacity for each HDD

DS-9632NI-I8 - 32CH DS-9632NI-I8 Available

DS-9632NI-I8 - 8TB Available
DS-9632NI-I8 - 12TB Available
DS-9632NI-I8 - 16TB Available
DS-9632NI-I8 - 20TB Available
DS-9632NI-I8 - 24TB Available

DS-9632NI-I8  - 28TB Available
DS-9632NI-I8 - 32TB Available
DS-9632NI-I8 - 40TB Available
DS-9632NI-I8 - 48TB Available
DS-9632NI-I8 - 56TB Available
DS-9632NI-I8 - 64TB Available

DS-96128NI-I16/H Available

DS-96128NI-I16/H - 40TB Available
DS-96128NI-I16/H - 48TB Available
DS-96128NI-I16/H - 56TB Available
DS-96128NI-I16/H - 64TB Available
DS-96128NI-I16/H -72TB Available
DS-96128NI-I16/H - 80TB Available
DS-96128NI-I16/H - 88TB Available
DS-96128NI-I16/H - 96TB Available
DS-96128NI-I16/H - 112TB Available
DS-96128NI-I16/H - 128TB Available

64CH, Recording Quality up to 12MP, 320M Inbound bandwidth (or 200 Mbps 
when RAID is enabled), Max 64 IP Cameras, HDMI1 Videooutput at up to 4K (3840 
×2160) resolution, 2× USB 2.0 + 1× USB 3.0, RS-232; RS-485; Keyboard, HDD hot 
swap with RAID0, RAID1, RAID5, RAID6 & RAID10 storage scheme configurable,
8x SATA, 1x eSATA interfaces, Alarm I/O: 16/4, 2U case 19", HDMI 1/VGA 1 and 
HDMI 2/VGA 2 outputs provided, 2 Gigabit Ethernet network interfaces, POS 
information overlay on live viewand playback, H.265+ compression effectively 
reduces the storage spaceby up to 75%, Up to 10TB capacity for each HDD,
100 to 240 VAC, 50 to 60 Hz

64CH, Recording Quality up to 12MP, 320 Mbps inbound Bandwidth, 256 Mbps 
outbound Bandwidth, 2-Way Audio 1-ch, RCA (2.0 Vp-p, 1kΩ), USB 2.0 X 2 & 3.0 
X 1, 2ch HDMI, 2ch VGA, 1 × BNC, Supports HDD Hot Swap with RAID 0, 1, 5, 6 & 10, 
16 SATA interfaces, 1 eSATAinterface, 2 RJ-45 10 / 100 / 1000 Mbps selfadaptive, 
Alarm I/O: 16/4, 1.5U case 19” chassis, Dual gigabit ethernet interfaces, RAID 
compatible at up to 200mbps, Push notification, 100 to 240 VAC, 50 to 60 Hz, 
Up to 96TB internal storage, Please Call for Larger HDD Capacity

128CH, Recording Quality up to 12MP, 576 Mbps inbound Bandwidth
512 Mbps outbound Bandwidth, 2-Way Audio 1-ch, RCA (2.0 Vp-p, 1kΩ), USB 2.0 
X 2 & 3.0 X 2, 2ch HDMI, 2ch VGA, No BNC, Support HDD Hot Swap with RAID 0, 
1, 5, 6 & 10, 16 SATA interfaces supporting hot-plug, 1 ×eSATA interface, 2×mini-
SAS interface(optional), 4 RJ-45 10 / 100 / 1000 Mbps selfadaptive, Alarm I/O: 
16/8, 3U case 19” chassis, 100-240 VAC, 550W, Up to 10TB for each HDD

DS-9664NI-I8/CVBS - 64CH

DS-9664NI-I16 - 64CH

DS-96128NI-I16/H - 64CH

DS-9664NI-I8/CVBS Available

DS-9664NI-I8/CVBS - 8TB Available
DS-9664NI-I8/CVBS - 12TB Available
DS-9664NI-I8/CVBS - 16TB Available
DS-9664NI-I8/CVBS - 20TB Available
DS-9664NI-I8/CVBS - 24TB Available
DS-9664NI-I8/CVBS - 28TB Available
DS-9664NI-I8/CVBS - 32TB Available
DS-9664NI-I8/CVBS - 40TB Available
DS-9664NI-I8/CVBS - 48TB Available
DS-9664NI-I8/CVBS - 56TB Available
DS-9664NI-I8/CVBS - 64TB Available

DS-9664NI-I16 Available

DS-9664NI-I16 - 8TB Available
DS-9664NI-I16 - 12TB Available
DS-9664NI-I16 - 16TB Available
DS-9664NI-I16 - 20TB Available
DS-9664NI-I16 - 24TB Available
DS-9664NI-I16 - 28TB Available
DS-9664NI-I16 - 32TB Available
DS-9664NI-I16 - 40TB Available
DS-9664NI-I16 - 48TB Available
DS-9664NI-I16 - 56TB Available
DS-9664NI-I16 - 64TB Available
DS-9664NI-I16 - 72TB Available
DS-9664NI-I16 - 80TB Available
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12MP Deep-in-Mind NVRs

16 CH DeepInMind NVR, Deep learning-based analysis, up to 12MP Resolution 
Recording,  16ch Recognition of Human & vehicle target, false Alarm reduction 
via onboard analysis, 256 Mbps Incoming bandwidth, Max 16 IP Cameras, 
4K HDMI + 1080p VGA, 2 × USB 2.0; 1 × USB 3.0, RS-485/RS-232; keyboard, 
Compatible with third-party network cameras, Supports some specialist 
cameras, including people counting camera/ANPR (automatic number 
plate recognition) camera/fisheye camera 4 x SATA interfaces, 1 x eSATA 
interface, Alarm I/O: 16/8, 19" 1.5U Chassis, Up to 8TB capacity for each HDD, 
100 to 240 VAC

iDS-7716NXI-I4/16P/16S - 16CH iDS-7716NXI-I4/16P/16S Available

iDS-7716NXI-I4/16P/16S - 8TB Available
iDS-7716NXI-I4/16P/16S - 12TB Available
iDS-7716NXI-I4/16P/16S - 16TB Available
iDS-7716NXI-I4/16P/16S - 20TB Available
iDS-7716NXI-I4/16P/16S - 24TB Available
iDS-7716NXI-I4/16P/16S  - 28TB Available
iDS-7716NXI-I4/16P/16S - 32TB Available

32 CH DeepInMind NVR, Deep learning-based analysis, up to 12MP Resolution 
Recording,  16ch Recognition of Human & vehicle target, false Alarm reduction 
via onboard analysis, 256 Mbps Incoming bandwidth, Max 16 IP Cameras, 
16 channel at 2MP, 4K HDMI + 1080p VGA, 2 × USB 2.0; 1 × USB 3.0, RS-485/
RS-232; keyboard, Compatible with third-party network cameras, supports 
some specialist cameras, including people counting camera/ANPR (automatic 
number plate recognition) camera/fisheye camera, Advanced streaming 
technology enables smooth live view in poor network conditions 4 x SATA 
interfaces, 1 x eSATA interface, Alarm I/O: 16/8, 19" 1.5U Chassis, Gigabit 
Ethernet network interface, Up to 8TB capacity for each HDD, 100 to 240 VAC

iDS-7732NXI-I4/16P/16S - 32CH iDS-7732NXI-I4/16P/16S Available

iDS-7732NXI-I4/16P/16S - 8TB Available
iDS-7732NXI-I4/16P/16S - 12TB Available
iDS-7732NXI-I4/16P/16S - 16TB Available
iDS-7732NXI-I4/16P/16S - 20TB Available
iDS-7732NXI-I4/16P/16S - 24TB Available
iDS-7732NXI-I4/16P/16S - 28TB Available
iDS-7732NXI-I4/16P/16S - 32TB Available



Hikvision 2MP TVI Cameras  

2MP high performance CMOS, 4 in 1, can 
be used as TVI, CVI, AHD or Analogue 
camera, Full time colour, 3.6mm Fixed 
Lens, True day/night, OSD menu, Up to 
20m white light distance, IP67, Up the 
Coax telemetry, 120dB WDR, 12V DC

DS-2CE72DFT-F
2MP high performance CMOS, 4 in 1 TVI, 
CVI, AHD or Analogue camera, 24-hour 
colour image, 3.6mm Fixed Lens, Colour 
day/night, Up to 20m white light dis-
tance, IP67, PIR detection, Built-in siren, 
audible alarm, strobe light alarm, 12V DC

DS-2CE72DFT-PIRXOF
MM GG

V~ US0S0

2MP Vandal Proof IR Dome Camera, 
Turbo HD 4 in 1, CMOS image sensor, 0.01 
Lux@(F1.2,AGC ON), 0 Lux with IR, 2.8-
12mm Motorised Lens @ F1.4, Smart IR, 
Up to 40m IR, 1080p@25fps, Switchable 
TVI/AHD/CVI/CVBS, IP66, 12 VDC±15%

DS-2CE56D0T-VPIR3F DS-2CE56D8T-VPIT3ZE

E

NAA 

2MP Ultra Low-Light PoC EXIR Turret 
Camera, high performance CMOS, Adopts 
HD-TVI technology, Ultra-low light, 
2.8mm Fixed Lens, True day/night, OSD 
menu, Smart IR, EXIR2.0 Technology, 120 
dB true WDR, IP67, Up the Coax

DS-2CE56D8T-ITME (2.8mm)

E M

2MP high performance CMOS, Adopts 
HD-TVI technology, Ultra-low light, TVI 
test monitor port, 2.8-12mm Motorised 
Varifocal lens, True day/night, Smart IR,
40m IR distance, IP67, Up the Coax telem-
etry, 120 dB WDR, up to IK8, PoC.at, 12V DC

2MP high performance CMOS, 1920×1080 
resolution, Full time color, 3.6mm Fixed 
Lens, Up to 40m white light distance, 
OSD menu, 3D DNR, trueWDR, 4 in 1 video 
output (switchable TVI/AHD/CVI/CVBS), 
IP67, Up the coax

E

DS-2CE12DFT-F
2MP 24-hour color image, 130dB true WDR, 
3D DNR, 3.6mm Fixed Focal Lens, Smart 
Light, up to 40m white light distance, 
strobe light alarm, alarm out/audible 
alarm, Built-in siren, 4 in 1 video output 
(switchable TVI/AHD/CVI/CVBS), IP67

DS-2CE12DFT-PIRXOF
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2MP, 1080P HD Video output,
4 in 1, Switchable TVI/AHD/CVI/CVBS,  
3,6mm Fixed Lens, Day/Night switch, 
smart IR, up to 20m IR distance, 12V DC

DS-2CE56D0T-IRMMF

£18
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E A1

G M

M G H1

MG

N1M

5MP Turret Camera, high performance 
COMS, 2560 × 1944 Resolution, 2.8mm 
Fixed Lens, EXIR2.0, smart IR,up to 40m
IR distance, OSD menu, 2D DNR, DWDR, 4 
in 1 video output (switchable TVI/AHD/
CVI/CVBS), IP67, Up the coax

DS-2CE56H0T-IT3F (2.8mm)

5MP, 2560 × 1944 Resolution, Digital 
WDR, 2.8mm Fixed Focal Lens, Smart 
IR,  4 in 1 video output Switchable TVI/
AHD/CVI/CVBS, IP67, 12 VDC

DS-2CE78H0T-IT3FS (2.8mm)

DS-2CE78H0T-IT1F (2.8mm)

5MP Ultra-Low Light Camera, high 
performance CMOS, 2.8mm Fixed Lens, 
EXIR2.0, smart IR,up to 60m IR distance, 
OSD menu, 3D DNR, 130 dB true WDR,
4 in 1 video output (switchable TVI/AHD/
CVI/CVBS), IP67, Up the coax

DS-2CE78H8T-IT3F (2.8mm)

5MP Turret Camera, high performance 
COMS, 2560 × 1944 Resolution, 2.8mm 
Fixed Lens, EXIR2.0, smartIR, up to 20m 
IR distance, OSD menu, 2D DNR, DWDR, 
PoC.af, IP67, Up the coax

DS-2CE56H0T-ITME (2.8mm)

5MP high performance COMS, 2560 × 
1944 Resolution, 2.7-13.5mm Motorised 
Varifocal Lens, EXIR 2.0, smart IR,up to
40m IR distance, OSD menu, 2D DNR, 
DWDR, PoC.af, Up the coax

5MP high performance COMS, 2560 × 
1944 Resolution, 3.6mm Fixed Lens, 
EXIR2.0, smart IR,up to 40m IR distance, 
OSD menu, 2D DNR, DWDR, PoC.af, IP67, 
Up the coax 

5MP 2560 × 1944 Resolution, 4 in 1 video 
output (Switchable TVI, CVI, AHD,CVBS), 
24-hour color image, 2.8mm Fixed 
Lens, Smart Light, Up to 40m white light 
distance, IP67, 130dB True WDR, 3D DNR, 
12V DC

I

I

E

W P

P J1

AA

X
DS-2CE56H0T-ITZE

DS-2CE16H0T-IT3E (3.6mm) DS-2CE12HFT-F (2.8mm)

5MP Ultra-Low Light Camera, 2560 × 1944 
Resolution, Ultra-low light, 130 dB true 
WDR, 3D DNR, 2.7- 13.5mm Motorised 
Varifocal Lens, Auto focus, Smart IR,up 
to 60m IR distance, 4 in 1 video output 
(switchable TVI/AHD/CVI/CVBS), IP67

DS-2CE79H8T-AIT3ZF

DS-2CE78H0T-IT3FS
(Audio Over Coax)

DS-2CE78H0T-IT1F

DS-2CE56H0T-IT3ZE

DS-2CE56H0T-IT3ZE/B

G H1M

5MP Turret Camera, high performance 
COMS, 2560 × 1944 Resolution, 2.8mm 
Fixed Lens, EXIR2.0, smart IR, up to 40m 
IR distance, OSD menu, 2D DNR, DWDR, 
PoC.af, IP67, Up the coax

DS-2CE56H0T-IT3E (2.8mm)

DS-2CE56H0T-IT3E DS-2CE56H0T-IT3E/B

DS-2CE56H0T-ITME

DS-2CE16H0T-IT3E

DS-2CE16H0T-IT3E/G

DS-2CE56H0T-IT3FDS-2CE56H0T-ITME/B

G H1M

5MP Full Time Colour Black Camera, 
ColorVu, Ultra Low-Light, White light, 
2.8mm Fixed Lens, Switchable TVI/ 
AHD/ CVI/ CVBS, Up to 20m white 
light distance, IP67, 12 VDC ± 25%

DS-2CE72HFT-F (2.8mm)
DS-2CE72HFT-F

DS-2CE72HFT-F/B

DS-2CE56H0T-IT3F/B

Hikvision 5MP TVI Cameras  

5MP high performance COMS, 2560 × 
1944 Resolution, 2.8mm Fixed Lens, 
EXIR2.0, smart IR, up to 20m IR distance, 
OSD menu, 2D DNR, DWDR, PoC.af, IP67, 
IK10, Up the coax 

C M0

DS-2CE56H0T-VPITE  (2.8mm)

5MP, High performance CMOS, Adopts 
HD-TVI technology, 2.7-13.5mm
Motozied Varifocal Lens, True day/night, 
OSD menu, Smart IR, EXIR 2.0 technology, 
Up to 40m IR distance, IP67 weather-
proof, Up the Coax telemetry, 12V DC

DS-2CE56H0T-IT3ZE

To Check The Relevant Brackets And Bases, Please Go To Page 29
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Hikvision 5MP / 8MP TVI Cameras / TVI SPEED DOMES
G

E

M

G

I P

8.29MP high performance CMOS, Auto 
focus, 3840 × 2160resolution, 2.7-13.5mm 
Motorized varifocal lens, EXIR 2.0, smart 
IR, up to 60m IR distance, OSD menu, DNR, 
4 in 1 video output (switchable TVI/AHD/
CVI/CVBS), IP67, Up the coax

 DS-2CE79U1T-IT3ZF
8.29MP high performance CMOS, 3840 
×2160 Resolution, 3.6mm Fixed lens, 
EXIR 2.0, smart IR, up to 60m IR distance, 
4 in 1 video output (switchable TVI/AHD/
CVI/CVBS), IP67, Up the coax

8.29MP high performance CMOS, Auto 
focus, 3840 × 2160 Resolution, EXIR 2.0 
2.7-13.5mm Motorized Varifocal Lens, 
Smart IR, up to 80m IR distance, OSD 
menu, 4 in 1 video output Sswitchable 
TVI/AHD/CVI/CVBS), IP67, Up the coax 

 DS-2CE16U1T-IT3F

DS-2CE19U1T-AIT3ZF
VU

8.29MP high performance CMOS, 3840 
×2160 Resolution, 2.8mm Fixed Lens, 
EXIR2.0, smart IR,up to 60m IR distance, 
4 in 1 video output (switchable TVI/AHD/
CVI/CVBS), IP67, Up the coax

 DS-2CE78U1T-IT3F

2MP Turbo 4-Inch Speed Dome, 1/2.8" 
HD progressive scan CMOS, 4.8mm to 
120mm lens, 25× optical zoom, 16× digital  
zoom, 120 dB true WDR, Switchable TVI/
AHD/CVI/CVBS video outputs, 2 alarm 
inputs, 1 alarm output, 12 VDC

DS-2AE4225T-D3

2MP 1/2.8" HD progressive scan CMOS, 
1920×1080 Resolution, 15x optical zoom, 
DWDR (Digital WDR), Up to 100m IR 
distance, 5-75 mm, 360°endless
3D intelligent positioning, Switchable 
Turbo HD and CVBS outputs

DS-2AE4215TI-D
2MP IR Turbo 5-Inch Speed Dome,
4.8-120mm, 360°endless, Up to 150m 
IR distance, 25× optical zoom, 16× digital 
zoom, Switchable TVI/AHD/CVI/CVBS 
video outputs, 2 Alarms in / 1 Alarm out, 
IP66, 24V AC

DS-2AE5225TI-A

2MP IR Turbo 7-Inch Speed Dome
4.5-135 mm, 360° endless, Up to 200m 
IR distance, 32× optical zoom, 30× Opti-
cal Zoom, IR cut filter, 3D DNR, trueWDR
TVI & CVBS dual output, Auto-tracking,
IP66, 24VAC

DS-2AF7230TI-AW(B)

118531 74 118531 74

1 4

843 7

2MP IR Turbo 7-Inch Speed Dome
4.8-153 mm, 360° endless, Up to 150m 
IR distance, 32× optical zoom, 16× digital 
zoom, Switchable TVI/AHD/CVI/CVBS 
video outputs, 120 dB true WDR, 24V AC

DS-2AE7232TI-A 
118531 74

To Check The Relevant Brackets And Bases, Please Go To Page 29

DS-1280ZJ-S

G

DS-1280ZJ-XS

E

DS-1280ZJ-S

G

DS-1272ZJ-110-TRS

M

DS-1663ZJ

1

DS-1602ZJ/WALL

3

DS-1661ZJ

4

To Check The Relevant Brackets And Bases, Please Go To Page 29

U VG

5MP External Bullet, 2.7-13.5mm
Motorised Varifocal Lens, EXIR
Technology, Smart IR, 40m IR, IP67, Up 
the Coax, OSD menu, 2D DNR, DWDR, 
PoC.af , 12V DC

H1
DS-2CE16H0T-IT3ZEDS-2CE16H0T-IT3ZE

DS-2CE16H0T-IT3ZE/B



DS-7200/DS-7300 Series 2MP TVI DVR (Turbo 4.0)

4CH and 1 HDD 1U AcuSense DVR, Provides detailed information with face detec-
tion, False alarm reduction through human and vehicle target classification based 
on deep learning, Efficient H.265 pro+ compression technology, Encoding ability 
up to 1080p @ 15 fps, 5 signals input adaptively (HDTVI/AHD/CVI/CVBS/IP), Up to 
6 network cameras can be connected, Self-adaptive HDTVI/HDCVI/AHD/CVBS 
signal input1SATA interface, Up to 10TB capacity for each disk, 12 VDC

iDS-7204HQHI-K1/2S - 4CH iDS-7204HQHI-K1/2S Available

iDS-7204HQHI-K1/2S - 1TB Available
iDS-7204HQHI-K1/2S - 2TB Available
iDS-7204HQHI-K1/2S - 4TB Available
iDS-7204HQHI-K1/2S - 6TB Available
iDS-7204HQHI-K1/2S - 8TB Available

DS-7232HQHI-K2 Available

DS-7232HQHI-K2 - 4TB Available
DS-7232HQHI-K2 - 6TB Available
DS-7232HQHI-K2 - 8TB Available
DS-7232HQHI-K2 - 12TB Available
DS-7232HQHI-K2 - 16TB Available

DS-7332HQHI-K4 Available

DS-7332HQHI-K4 - 4TB Available
DS-7332HQHI-K4 - 6TB Available
DS-7332HQHI-K4 - 8TB Available
DS-7332HQHI-K4 - 12TB Available
DS-7332HQHI-K4 - 16TB Available
DS-7332HQHI-K4 - 20TB Available
DS-7332HQHI-K4 - 24TB Available
DS-7332HQHI-K4 - 28TB Available
DS-7332HQHI-K4 - 32TB Available

8CH, IP cameras up to 6MP Resolution IP video input: 4-ch (up to 12-ch), 
Support HDTVI/AHD/CVI/CVBS/IP video input, 4 MP lite@15fps 1, RJ45 
10M/100M self-adaptive, HDMI, VGA & BNC,  2 X USB 2.0, 1 SATA interface, 
Support H.265 Pro+/H.265 Pro/H.265 video compression, 1CH Audio input 
and 1CH output, Up to 10 TB capacity per HDD, 12V DC

DS-7208HQHI-K1 - 8CH DS-7208HQHI-K1 Available

DS-7208HQHI-K1 - 1TB Available
DS-7208HQHI-K1 - 2TB Available
DS-7208HQHI-K1 - 4TB Available
DS-7208HQHI-K1 - 6TB Available
DS-7208HQHI-K1 - 8TB Available

16CH, IP cameras up to 6MP Resolution IP video input: 8-ch (up to 24-ch), 
Support HDTVI/AHD/CVI/CVBS/IP video input, 4 MP lite@15fps 1, RJ45 
10M/100M self-adaptive, HDMI, VGA & BNC, 2 X USB 2.0, 1 SATA interface, 
Support H.265 Pro+/H.265 Pro/H.265 video compression, 1CH Audio input 
and 1CH output, Up to 10 TB capacity per HDD, 12V DC

32CH, IP cameras up to 6MP Resolution, HD/AHD/Analogue interface input, 
32ch video & 1ch audio input, IP video input: 8-ch (up to 40-ch) 2 × USB 2.0, 
HDMI/VGA + BNC, 2 SATA interfaces, 1080P:25 fps, 3 MP signal input is only 
available for channel 1/2/3/4, 4K UHD output, Standalone 1U chassis, Support 
H.265 Pro+/H.265 Pro/H.265 video compression, Support HDTVI/AHD/CVI/
CVBS/IP video input, Max.32/40IP camerasinput(up to 6 MP), Up to 10TB 
capacity per HDD, 12V DC

32CH, 8ch (up to 40-ch) up to 6MP IP Cameras, Self-adaptive, HDTVI/HD-
CVI/AHD/CVBS signal input, 2 X  USB 2.0 -  1 X  USB 3.0, 4 SATA interfaces, 
Support eSATA, Support H.265 Pro+/H.265 Pro/H.265 video compression, 
16CH Synchronous playback, 4CH Audio input and 2CH output, 16 Alarm in/4 
Alarm out, Smart search for efficient playback, 1 RJ45 10M/100M/1000MEth-
ernet network interfacelOutput bandwidth limit configurable, Up to 10 TB 
capacity per HDD, 100 to 240 VAC

DS-7216HQHI-K1 - 16CH

DS-7232HQHI-K2 - 32CH

DS-7332HQHI-K4 - 32CH

DS-7216HQHI-K1 Available

DS-7216HQHI-K1 - 1TB Available
DS-7216HQHI-K1 - 2TB Available
DS-7216HQHI-K1 - 4TB Available
DS-7216HQHI-K1 - 6TB Available
DS-7216HQHI-K1 - 8TB Available
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DS-7200 Series 5MP TVI DVR (Turbo 4.0)

DS-7300 Series 5MP TVI DVR (Turbo 4.0)

4CH, IP cameras up to 8MP* Resolution, IP video input: 4ch (up to 8ch), 
Support HDTVI/AHD/CVI/CVBS/IP, video input, 8MP*@8fp, 1, RJ45 10M/100M 
self-adaptive, HDMI, VGA & BNC, 2 X USB 2.0, 1 SATA interface, Support H.265 
Pro+/H.265, Pro/H.265 video compression, 1CH Audio input and 1CH output, 
1CH Audio input and 1CH output, Up to 10 TB capacity per HDD, *: 8MP@8fpsis 
only available for channel 1 of DS-7204HUHI-K1, 12V DC

DS-7204HUHI-K1 - 4CH DS-7204HUHI-K1 Available

DS-7204HUHI-K1 - 1TB Available
DS-7204HUHI-K1 - 2TB Available
DS-7204HUHI-K1 - 4TB Available
DS-7204HUHI-K1 - 6TB Available
DS-7204HUHI-K1 - 8TB Available

DS-7332HUHI-K4 Available

DS-7332HUHI-K4 - 4TB Available
DS-7332HUHI-K4 - 6TB Available
DS-7332HUHI-K4 - 8TB Available
DS-7332HUHI-K4 - 12TB Available
DS-7332HUHI-K4 - 16TB Available
DS-7332HUHI-K4 - 20TB Available
DS-7332HUHI-K4 - 24TB Available
DS-7332HUHI-K4 - 28TB Available
DS-7332HUHI-K4 - 32TB Available

8CH, IP cameras up to 8MP Resolution, IP video input: 8ch (up to 16ch), Sup-
port HD TVI/AHD/CVI/CVBS/IP, video input, 8MP*@8fp, 1, RJ45 10M/100M 
self-adaptive, HDMI, VGA & BNC, 1 X USB 2.0 - 1 X USB 3.0, 1 SATA interface, 
Support H.265, Pro+/H.265 Pro/H.265 video compression, 1ch Audio input 
and 1ch output, 8CH Alarm input and 4CH output, Up to 10 TB capacity per 
HDD, 12V DC

DS-7208HUHI-K1 - 8CH DS-7208HUHI-K1 Available

DS-7208HUHI-K1 - 1TB Available
DS-7208HUHI-K1 - 2TB Available
DS-7208HUHI-K1 - 4TB Available
DS-7208HUHI-K1 - 6TB Available
DS-7208HUHI-K1 - 8TB Available

16CH, IP cameras up to 8MP Resolution, IP video input: 16ch (up to 
32ch), Support HD TVI/AHD/CVI/CVBS/IP, video input, 8MP*@8fp, 
1,RJ4510M/100M/1000Mself-adaptive, HDMI, VGA & BNC, 1 X  USB 2.0 - 1 X  
USB 3.0, 2 SATA interfaces, 1CH Audio input and 1CH output, Support H.265 
Pro+/H.265 Pro/H.265 video compression, 16 Alarm in - 4 Alarm out,
 Up to 10 TB capacity per HDD, 12V DC

32CH, IP cameras up to 8MP Resolution, Turbo HD TVI, 8CH (max 40ch) up to 
8MP IP Cameras, Support HD TVI/AHD/CVI/CVBS/IP video input, 8 MP@8fps; 
5 MP@12fps; 4 MP@ 15fps; 3MP@18fps; 2MP@25fps, HDMI, VGA & BNC Monitor 
Outputs, Simultaneous  HDMI1 and VGA output at up to 1920 ×1080 resolution, 
and independent HDMI 2 output at up to 4K (3840 ×2160) resolution, Sepa-
rateCVBS output, 4 SATA interfaces and 1 eSATA interface, 16 Alarm in, 4 
Alarm out, Up to 8TB capacity per HDD, 100 to 240 VAC

DS-7216HUHI-K2 - 16CH

DS-7332HUHI-K4 - 32CH

DS-7216HUHI-K2 Available

DS-7216HUHI-K2 - 1TB Available
DS-7216HUHI-K2 - 2TB Available
DS-7216HUHI-K2 - 4TB Available
DS-7216HUHI-K2 - 6TB Available
DS-7216HUHI-K2 - 8TB Available
DS-7216HUHI-K2 - 12TB Available
DS-7216HUHI-K2 - 16TB Available
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DS-7200 Series 5MP TVI DVR (Turbo 4.0)

4CH, IP cameras up to 8MP* Resolution, IP video input: 4-ch (up to 8-ch), 
Support HDTVI/AHD/CVI/CVBS/IP, video input, 8MP*@8fp, 1, RJ45 10M/100M 
self-adaptive, HDMI, VGA & BNC, 2 X  USB 2.0, 1 SATA interface, Support H.265 
Pro+/H.265 Pro/H.265 video compression, 1CH Audio input and 1CH output, 
Max. 800 m for 1080p and 1200 m for 720p HDTVI signal transmission, 4CH 
Audio input and 1CH output, Up to 10 TB capacity per HDD, 48V DC

DS-7204HUHI-K1/P - 4CH DS-7204HUHI-K1/P Available

DS-7204HUHI-K1/P - 1TB Available
DS-7204HUHI-K1/P - 2TB Available
DS-7204HUHI-K1/P - 4TB Available
DS-7204HUHI-K1/P - 6TB Available
DS-7204HUHI-K1/P - 8TB Available

8CH, IP cameras up to 8MP Resolution, IP video input: 8-ch (up to 16-
ch), Support HDTVI/AHD/CVI/CVBS/IP, video input, 8MP*@8fp, 1, RJ45 
10M/100M/1000Mself-adaptive Ethernet interface, HDMI, VGA & BNC, 1 X  USB 
2.0 - 1 X  USB 3.0, 2 SATA interfaces, 1CH Audio input and 1CH output, 8CH 
Alarm input and 4CH Alarm output, Support, H.265 Pro+/H.265 Pro/H.265 
video compression, Up to 10 TB capacity per HDD, 48V DC

DS-7208HUHI-K2/P - 8CH DS-7208HUHI-K2/P Available

DS-7208HUHI-K2/P - 1TB Available
DS-7208HUHI-K2/P - 2TB Available
DS-7208HUHI-K2/P - 4TB Available
DS-7208HUHI-K2/P - 6TB Available
DS-7208HUHI-K2/P - 8TB Available
DS-7208HUHI-K2/P - 12TB Available
DS-7208HUHI-K2/P - 16TB Available

16CH, IP cameras up to 8MP Resolution, IP video input: 16-ch (up to 32-
ch), Support HDTVI/AHD/CVI/CVBS/IP, video input, 8MP*@8fp, 1,RJ45 
10M/100M/1000Mself-adaptive, 1 X  USB 2.0 - 1 X  USB 3.0, 2 SATA interfaces, 
1CH Audio input and 1CH output, Support H.265 Pro+/H.265 Pro/H.265 video 
compression, Max. 800 m for 1080p and 1200 m for 720p HDTVI signal trans-
mission, 4 Alarm in - 1 Alarm out, Up to 10 TB capacity per HDD, 12V DC

DS-7216HUHI-K2/P  - 16CH DS-7216HUHI-K2/P Available

DS-7216HUHI-K2/P - 1TB Available
DS-7216HUHI-K2/P - 2TB Available
DS-7216HUHI-K2/P - 4TB Available
DS-7216HUHI-K2/P - 6TB Available
DS-7216HUHI-K2/P - 8TB Available
DS-7216HUHI-K2/P - 12TB Available
DS-7216HUHI-K2/P - 16TB Available



DS-7200 Series 8MP TVI DVR (Turbo 4.0)

DS-7300 Series 8MP TVI DVR (Turbo 4.0)

4CH, Up to 2-ch 8MP IP cameras input, Self-adaptive HDTVI/HDCVI/AHD/
CVBS signal input, 8 MP HDTVI video input and live view, Defogging function 
enabled for the supported analog cameras, Simultaneous HDMI/VGA output, 
HDMI output at up to 4K (3840 × 2160) resolution, Separate CVBS output, 1 
SATA interface, 12 VDC, up to 8TB capacity per HDD

DS-7204HTHI-K1 - 4CH DS-7204HTHI-K1 Available

DS-7204HTHI-K1 - 1TB Available
DS-7204HTHI-K1 - 2TB Available
DS-7204HTHI-K1 - 4TB Available
DS-7204HTHI-K1 - 6TB Available
DS-7204HTHI-K1 - 8TB Available

8CH, Up to 2/4-ch 8MP IP cameras input, self-adaptive HDTVI/HDCVI/AHD/
CVBSsignal input , 8MP HDTVIvideo input and live view, Full channel recording 
atup to 8MPresolution, HDMI and VGA interfaces can be configured to be si-
multaneousor independent, HDMI outputat up to 4K (3840 × 2160) resolution, 
2SATA interface, up to 8TB capacity per HDD

DS-7208HTHI-K2 - 8CH DS-7208HTHI-K2 Available

DS-7208HTHI-K2 - 1TB Available
DS-7208HTHI-K2 - 2TB Available
DS-7208HTHI-K2 - 4TB Available
DS-7208HTHI-K2 - 6TB Available
DS-7208HTHI-K2 - 8TB Available
DS-7208HTHI-K2 - 12TB Available
DS-7208HTHI-K2 - 16TB Available

16CH, Up to 32-ch 8MP IP camera input, Full channel recording at up to 8 
MP resolution, Support H.265 Pro+/H.265 Pro/H.265 video compression, 
Support HDTVI/AHD/CVI/CVBS/IP video input, Max. 800 m for 1080p and 
1200 m for 720p HDTVI signal transmission, 4 SATA interfaces and 1 eSATA 
interface, Smart search for efficient playback, Support the 3rd party cloud 
storage, Hot-swappable HDD supports RAID 0, RAID 1, RAID 5, RAID 6 and 
RAID 10 storage scheme, 2 USB 2.0 Interface on the front panel& 1 USB 3.0 
Interface on the rear panel, 100 to 240 VAC, Up to 10 TB capacity per HDD

DS-7316HTHI-K4 - 16CH
DS-7316HTHI-K4 Available

DS-7316HTHI-K4 - 1TB Available
DS-7316HTHI-K4 - 2TB Available
DS-7316HTHI-K4 - 4TB Available
DS-7316HTHI-K4 - 6TB Available
DS-7316HTHI-K4 - 8TB Available
DS-7316HTHI-K4 - 12TB Available
DS-7316HTHI-K4 - 16TB Available
DS-7316HTHI-K4 - 20TB Available
DS-7316HTHI-K4 - 24TB Available
DS-7316HTHI-K4 - 28TB Available
DS-7316HTHI-K4 - 32TB Available
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Hikvision PoE Switches

8 CHANNEL PoE SWITCH, Up to 250m 
transmission achievable at reduced mbps 
rate, IEEE 802.3at and IEEE 802.3af 
Power over Ethernet (PoE) compliant, 
8 x 10/100Mbps Auto-MDIX PoE ports, 
Provides up to 30 watts per PoE port

DS-3E0109P-E

24 CHANNEL PoE SWITCH, Up to 250m 
transmission achievable at reduced 
mbps rate, IEEE 802.3at and IEEE 
802.3af Power over Ethernet (PoE) 
compliant, 24 x 10/100Mbps Auto-MDIX 
PoE ports, 2 x 1GB uplink ports

DS-3E0318P-E DS-3E0326P-E

4 CHANNEL PoE SWITCH, DS-3E0105P-
E4-ports 100Mbps Unmanaged PoE-
Switch, IEEE 802.3at and IEEE 802.3af 
Power over Ethernet (PoE) compliant, 
4x 10/100Mbps Auto-MDIX PoEports, 
Provides up to 30 watts per PoE port

DS-3E0105P-E

16 CHANNEL PoE SWITCH, Up to 250m 
transmission achievable at reduced 
mbps rate, IEEE 802.3at & IEEE 802.3af, 
Power over Ethernet (PoE) compliant, 16 x 
10/100Mbps Auto-MDIX PoE ports, 2 x 1GB 
uplink ports, Provides up to 30 watts per PoE

• 7 inch IPS Touch Screen CCTV Tester, 1280*800 Resolution
• IP 4K, TVI 5MP, CVI 4MP, AHD 4MP, Analogue
• HDMI Output,1920*1080P Resolution (No need for screen on site)
• H.265&H.264, 4K Display Via Mainstream
• IP and Analog Testing At The Same Time

• 12V Power Input Test
• RJ45 Cable TDR Test and Cable Quality Test
• ONVIF IP Camera Test, Support 2592*1520
• IP Discovery, Auto Scan The IP Camera Address
• Video Image Magnification Enables Detailed Viewing

GTTEST7UNI
All In One Camera Tester 

7 Inch IPS Touch Screen CCTV Tester LAN

UTP/SCAN

SD

DC 12V2A/OUT

DC5V/2A/OUT

RS485

DC 12V2A/OUTAHD CVI TVILED

IN/AUDIO/OUT

DC12V/IN

HDMI OUT

HDMI IN

PSE IN

SCAN

 IP 4K, TVI 5MP, CVI 4MP, AHD 4MP, Analogue
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Hikvision Brackets and Bases

DS-1280ZJ-DM21/B DS-1280ZJ-DM46DS-1280ZJ-DM21 DS-1258ZJ DS-1272ZJ-110 DS-1272ZJ-110-TRS

DS-1280ZJ-DM8 DS-1280ZJ-DM18

DS-1280ZJ-S

DS-1260ZJ

DS-1260ZJ/B

DS-1473ZJ-155

DS-1272ZJ-110/G DS-1272ZJ-110-
TRS/G

DS-1280ZJ-DM8/G

DS-1473ZJ-135

DS-1275ZJ

B C

DS-1280ZJ-DM22

K

K2K0

R

DS-1280ZJ-DM18/G

D

L

T

M0 M

U

F

F1

N0 N

G

A

DS-1273ZJ-140
/G

DS-1273ZJ-140

SS0

DS-1273ZJ-130-TRL
/B

Q

DS-1272ZJ-120

O

DS-1476ZJ-SUS

DS-1271ZJ-140 DS-1271ZJ-140/B DS-1250ZJ

X

~ ~1 ~2

DS-1475ZJ-SUS

V V1 V2 V3 W

   DS-1276ZJ DS-1276ZJ/B DS-1276ZJ-SUS DS-1276ZJ-SUS/B

DS-1273ZJ-140
/B

S1

DS-1280ZJ-XS/G DS-1280ZJ-XS/B

AA A1

DS-1280ZJ-XS

E

DS-1280ZJ-S/G DS-1280ZJ-M

H I J J1

DS-1280ZJ-M/G DS-1280ZJ-M/B

DS-1273ZJ-DM25

Z

DS-1281ZJ-DM25

Y0

DS-1271ZJ-DM25

DS-1283ZJ

X2

X3

DS-1280ZJ-S/B

H1

DS-1663ZJ DS-1602ZJ/WALLDS-1280ZJ-SD11 DS-1661ZJ
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DS-1662ZJ DS-1602ZJ/POLEDS-1605ZJ DS-1602ZJ/CORNER

5 76 8

DS-1604ZJ DS-1619ZJDS-1660ZJ

1110

DS-1271ZJ-110

X4 Y

 DS-1280ZJ-DM25

DS-1273ZJ-130-TRL

P

K3



5 GHz High
Palm Size Outdoor Wireless Device

5 GHz High - Capacity 
Wireless Device

5 GHz High - 500Mbps Gigabit
Wireless Device 

SRWB515N SRWB515AC SRWB520AC

WIRELESS BRIDGE DIAGRAM

VTWB515 : Up to 3Km
VTWB520/Giga: Up to 10Km

Line of sight transmission*

Line of sight transmission:

Antenna
PoE Injector

Network
Switch

Antenna
PoE Injector

NVR

Local Power
Requirement

Pole Mounting Bracket

For use with Serage Wireless bridge Full 90° Tilt Adjustment Heavy Duty Steel Pipe Designed For Walls Or Polls

Pole Mounting Bracket

Up to 3 Km/1.8 miles line of sight
transmission

Up to 5 Km/3.1 miles line of sight
transmission

Responsive HTML 5 based GUI Responsive HTML 5 based GUI

5.150 ~ 5.850 GHz

SRWB515N SRWB515AC SRWB520AC

5.150 ~ 5.850 GHz

Gigabit network Infrastructure Gigabit network Infrastructure

150 Mbps capacity

WALL BRACKETS

500 Mbps capacity

Meets IP-66 certification Meets IP-66 certification

Up to 4x (2 MP) or up to 2x (4MP) or
2x (6MP) or up to 2x (4k)

Up to 6x 6MP or up to 4x (4k) 

24V PoE (included) 24V PoE (included)

Spectrum Analyzer Spectrum Analyzer

Pole Mounting Bracket with Tilt
Mechanism

Up to 10 Km/6.2 miles line of sight 
transmission

Responsive HTML 5 based GUI

5.150 ~ 5.850 GHz

Gigabit network Infrastructure

500 Mbps capacity

Meets IP-66 certification

Up to 6x 6MP or up to 4x (4k) 

24V PoE (included)

Spectrum Analyzer

SERAGE IP WIRELESS BRIDGE  - The wireless bridges are supplied pre-configured independently from 
any network domain to be added on by way of creating their own Virtual Network for communication

Adjustable
Mounting Bracket
Each antenna consists of Tilt
Bracket mechanism which allows mounting
pair of antennas at different Height level
(ideally within 6~8 meters height difference)
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RELATED PRODUCTS

Flat TFT Wall Bracket for
14-26 inch TFT screens

GTWBF1426

Flat Wall Bracket for

14-24 inch monitor

 TFT Wall Bracket with ARM  
for 14-27 inch monitor

Wall Bracket with ARM for 
14-37 inch monitor

Ceiling Bracket Suit for 
15-28 inch monitor with 

expandable arm 

 Ceiling Bracket suit for 
26-55 inch monitor

Flat TFT Wall bracket suit 
for 14-42 inch monitor

GTWB1424 GTWB1427ARM GTWB1437ARM GTCB1528 GTCB2655 GTWB1442

42"    LED 16:9 Monitor 1080P. HDMI, VGA, 1 x BNC in, 1 BNC out. Metal Case.  Remote Control

32"    LED 16:9 Monitor 1080P. HDMI, VGA, 1 x BNC in, 1 BNC out. Plastic Case.  Remote Control

28" 4K Monitor. 2 x HDMI, 2 x DP. Plastic Case. 

19.5" 1080P Mega Pixel AHD Monitor. AHD/TVI/CVI In/Out. BNC In/Out, HDMI, Plastic Case.Remote Control

32" 4K Monitor. 2 x HDMI, 2 x DP. Metal Case. Remote Control

21.5" 1080P Mega Pixel AHD Monitor.AHD/TVI/CVI In/Out. BNC In/Out, HDMI, Plastic Case. Remote Control

23.6" 1080P Mega Pixel AHD Monitor.AHD/TVI/CVI In/Out. BNC In/Out, HDMI, Plastic Case. Remote Control

27" 1080P Mega Pixel AHD Monitor.AHD/TVI/CVI In/Out. BNC In/Out, HDMI, Plastic Case. Remote Control

5" LED Monitor, 2 x BNC, Metal Case with Glass Front

7" LED Monitor, BNC & VGA, Metal Case with Glass Front. Remote Control

SMALL MONITORS

HDMI - VGA & BNC MONITORS

AHD/TVI/CVI MONITORS

4K MONITORS

SR-42HDB

SR-32HDB

SR28/4K

SR-195HDA

SR32/4K

SR-215HDA

SR-236HDA

SR-270HDA

SR5TFTBNC

SR7TFTBV

10.1" LED Monitor, BNC In/Out, VGA, HDMI, Metal Case with Glass Front. Remote ControlSR10HDB

19.5" LED 16:9 Monitor. 1080P. HDMI, VGA & DVI. Remote Control

21.5" LED 16:9 Monitor. 1080P. HDMI, VGA & DVI. Remote Control

HDMI & VGA  MONITORS

SR195HDMI

SR215HDMI
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CABLES

POWER SUPPLY

CAT5 ACCESSORIES

STORAGE & PoE SWITCH

HDMI & LAN ACCESSORIES

CONNECTORS

RUN UP TO 4 CAMERAS ON A SINGLE COAX CABLE

NEW
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12V DC- 2 / 5 Amp Power Supply

GTPS2AMP
GTPS5AMP

5 AMP/ 9 WAY, 12V24vAC Inline Power Supplies 12 AMP/ 18 WAY, 12V
GTPS12AMP/18W

20 AMP / 18 WAY, 12V

GTPS20A/18WGTPS5A/9WGTPS24V/4AMP

HD Passive Video Balun (Pair)
Up to 200m

GTVBHD
TVI-CVI-AHD (Pair) with power HD-CVI/TVI/AHD (Pair)

Active video balun/power (400m)
 CAT5 IsolatorBNC Isolator

GTVBPHD GTVAHD GTHDVBAISOGTHDBNCISO

HAY-LDVR

GT19RACK

4-Port 10/100Mbps IEEE 802.3af/802.3 at 
PoE Switch +2 up-link ports

Easy cable access at rear
GTPOE4

8-Port 10/100/1000Mbps IEEE 802.3af/802.3 
at PoE Switch +2 up-link ports

AHD/CVI/TVI 2 CH HD Coaxial 
Multiplexer 

CVI/AHD/TVI 4 CH HD Coaxial 
Multiplexer 

GTPOE8 GTHDCM102T GTHDCM104T

HDMI Extender using CAT5
GTHDMICAT

8 way HDMI Splitter 

4 way HDMI Splitter 

2 way HDMI Splitter 

AV500 Nano Powerline Adapter 
Starter Kit 

GTSP8HDMI

GTSP4HDMI

GTSPHDMI2

GTTPLINK
VGA Extender Over Using CAT5

GTVGACAT

Crimp on BNC connector
GTBNC

In line coupler (female > female)

GTBNCC
Female to male connector

GTBNC4
T splitter for BNC connections

BNC PLUG, TWIST ON 

GTBNCT

GTBNCW

100m Black/White Shotgun Cable 100m High Grade Weather Proof 
Shotgun Cable

100m Black RG59 Cable
GTSHO-B/W GTSHOBPROGTRG59

CAT6 UTP 23 AWG PVC GREY 

GTCAT6

Outdoor CAT6 UTP/PE

GTCAT6OUT

Female Terminal Connector 

Male Terminal
Connector 

GT12VTF

GT12VT

305m CAT5 Cable
GTCAT5

305m Outdoor CAT5 Cable
GTCAT5OUT

RJ45 Crimp Tool for Cat5 & Cat6
Crimp through

GTCRIMPTRJ45

ACCESSORIES
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Hikvision Video Intercom Kits

DS-KIS602 
Video Intercom Bundle
Indoor Station: UI V2.0: User friendly design, 7-inch colorful touch screen with resolution 
1024 × 600, Standard PoE, Stores messages and captured pictures in the TF card, Remote 
unlocking via the client software or the mobile client, Door Station: 2MP HD video inter-
com function, Access control function, Noise suppression and echo cancellation, H.264 vid-
eo compression, Low illumination, Tampering alarm, Fisheye camera with IR supplement 
light, Supports sub-modules'access (max. 8), Nametag customization, Easy to and extend

Adapts to one-module surface mounting with protective shield, Material: SECC, Working 
temperature: -40° C to +60° C(-40° F to 140° F), Working: humidity 10% to 95%, Dimen-
sion: 122 × 116.4 × 58 mm (4.80" × 4.58" × 2.28"), Weight: 298.9 g

DS-KABD8003
RS1 -Protective Shield

 Plug & play two-wire and IP based video intercom kit, User-friendly and hands-free indoor 
monitor with 7-inch touch screen, Metal outdoor panel, waterproof, IP65 rating, 2 Mega 
Pixel HD fisheye camera with night vision and 180° wide viewing angle, Receives video call 
on mobile App anywhere, anytime

DS-KIS702 
Video Intercom Two-Wire Network Bundle 



.    Photoelectric smoke sensor

.    Removable smoke chamber

.    Test button

.    One Push to Learn button

.    Signal Strength Indicator on the device

.    Replacement Battery For The Detectors 

.    2MP

.    Pyronix outdoor Mini-Dome Wifi Camers

.    2.8mm Lens

.    3D Digital Noise Reduction

.    Built-in IR LEDs, up to 30m Smart IR

.    Auto Day/Night Mode, WDR

PY-SMOKE-WE PY-BATT-CR123

PY-Dome-Cam/28

.    Dual technology detector

.    Enforcer two-way wireless technology

.    Instant Two-Way device control (ITDC)

.    Digital temperature compensation

.   Two-way wireless    
    external sounder
.   Piezo sounder 
    technology
.   Various colour com
     binations available

.   Replacement 
battery for 
PY-DELTAMOD-WE

.    Pack of 5 Proxiimty Fobs for use with 
Castle care tech Euro panels and Enforcer 
wireless range.

.   Combined shock and magnetic contact 

.    Sleek and stylish design

.     One push to learn

.    10m pet tolerant detection up to 20kg

.    Secure Two-Way wireless technology

.    Dual element pyro-electric sensor

.    Digital temperature compensation

.    1 Reed Switch (side) 

.    One-Push-To-Learn Button

.    Pyronix High Security Wireless Protocol 
     Encryption

PY-KX12DT-WE

PY-DELTAMOD-WE PY-BATT-ESI PY-EURO-ETAG

MC1/SHOCK-WE / WH

PY-KX10DP-WE

PY-MC1MINI-WE

.    Different Network Communications 
     modules
.    Supports Upload/Download 
     functions
.    Communicates via the PyronixCloud
.    PyronixCloud is yearly subscription*

PY-DIGI-LAN PY-DIGI-WIFI

.    Wireless set/unset control

.    Integrated proximity reader

.    Local LED status indication

.    4 Buttons & 8 
Function
.    Simple and easy 
way to arm and 
disarm your system

.    Replacement 
battery for
PY-KEYFOB-WE

PY-LEDRKP - WE
Wireless Arming Station

PY-KEYFOB-WE
Two-Way Wireless Keyfob

PY-BATT-
CR/KF1

.    Enforcer V10 Panel with built-in Keypad, 
4 x KX10DP-WE, 1 x MCMINI-WE, No Key-
fob-WE, Deltabell-WE module, 1 x DIGIWiFi
.    Maximum total zones 66

PY-ENF/KIT3-UK
.    Enforcer V10 Panel with built-in Key   
     pad, 2 x KX10DP-WE, 1 x MCMINI-WE,
     2 x Keyfob-WE 1 x Deltabell-WE module,   
     1 x DIGI-WiFi
.    Maximum total zones 66

.    Enforcer V10 Panel with built-in 
     Keypad, 2 x KX10DP-WE, 1 x MCMINI-WE,
     2 x Keyfob-WE, No Bell, 1 x DIGI WiFi
.    Maximum total zones 66

PY-ENF/KIT1-UK PY-ENF/KIT2-UK 

.    Pyronix Deltabell Decoy Siren Blue Base

ELTABELL-DUMMY FPDELTA -C

Pack of 5

.    Pyronix FPDELTA-C Deltabell Cover

.    External sounder lid

.    Robust polycarbonate plastics protect 
     against varying weather conditions

ELTABELL-DUMMY

FPDELTA -C
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 PREMIER 
ELITE

CONTROL 
PANELS

.     8 Zones Expandable To 24

.     2 Areas

.     25 User Codes

.     500 Event Log Time & Date Stamped

.     Plug-on Communicators

.     8 Zones Expandable To 24

.     2 Areas

.     25 User Codes

.     500 Event Log Time & Date Stamped

.     Plug-on Communicators

CAA-0026
Premier Elite 24 Plastic

CAA-0004
Premier Elite 24 Metal

.     8 Zones Expandable To 48

.     4 Areas

.     50 User Codes

.     500 Event Log Time & Date Stamped

.     Plug-on Communicators

CAB-0001
Premier Elite 48

£79

.     8 Zones Expandable To 88

.     8 Areas

.     100 User Codes

.     1000 Event Log Time & Date Stamped    
      Plug-on Communicators

CAC-0001
Premier Elite 88

WIRED
KEYPADS .     Green Screen LCD keypad

.     Touchtone keys with 32 characters

.     Incorporates 2 DP or EOL zones  

.     1 Programmable Outputs

.     Large Blue Screen LCD keypad

.     Flush and surface mount keypad 
      options
.     Built-in proximity tag reader

.     Large Blue Screen LCD keypad

.     Flush and surface mount keypad 
      options
.     Built-in proximity tag reader

.     Green Screen Large LCD keypad

.     Touchtone keys with 32 characters

.     Incorporates 2 DP or EOL zones  

.     1 Programmable Outputs

.     Large Blue Screen LCD keypad

.     Flush and surface mount keypad 
      options
.     Built-in proximity tag reader

.     Large Blue Screen LCD keypad

.     Flush and surface mount keypad 
      options
.     Built-in proximity tag reader

.     Large Blue Screen LCD keypad

.     Flush and surface mount keypad 
      options
.     Built-in proximity tag reader

.     Large Blue Screen LCD keypad

.     Flush and surface mount keypad 
      options
.     Built-in proximity tag reader

.     Green Screen LCD keypad

.     Touchtone keys with 32 characters

.     Incorporates 2 DP or EOL zones  

.     1 programmable output and a built-in 
       proximity tag reader

.     Blue Screen Large LCD keypad

.     Touchtone keys with 32 characters

.     Incorporates 2 DP or EOL zones  

.     1 programmable output and a built-in 
       proximity tag reader

DBA-0001 - Premier Elite
Keypad Surface White (LCD)

DBD-0170 - Premier Elite
Keypad Diamond White

DBD-0124 - Premier Elite
Keypad Diamond Black

DBD - 0125 Gunmetal DBD - 0122 Polished Brass
Premier Elite Keypad Premier Elite Keypad Premier Elite Keypad Premier Elite Keypad

DBD-0121 - Ploished Chrome DBD-0123 - Satin Chrome

DBB-0001 - LCD Keypad
Large Display (LCDL)

DBC-0001 - Premier Elite
Keypad Surface White (LCDP)

DBD-0002 - Premier Elite
Keypad Surface White PROX (LCDP)
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.     Compatible with Texecom Premier  
      Control Panels
.     Wireless Monitor Software Diagnostics
.     Engineers Keypad Connectiviity

GCA-0001
Premier Elite 32XP-W

.     Premier Elite Series Compatible

.     8 Additional Outputs

.     1 Auxiliary Input

.     Speaker Driver

.     Compatible with Texecom Premier 
      Control Panels
.     Wireless Monitor Software Diagnostics
.     Engineers Keypad Connectiviity

CCB-0001
 Premier Elite 8XP

GCD-0001
Premier Elite 8XP-W.      8 Zones Expandable To 24

.      2 Areas

.      25 User Codes

.      500 Event Log Time & Date Stamped

.      Plug-on Communicators

CCH-0001
Premier Elite 60iXD

.      Energy efficient 2.5A switch mode
       power supply with Premier Elite 8XP 
       expander
.      Full monitoring & Diagnostics with 
       Premier Elite Control Panels

CCJ-0001
Premier Elite PSU200XP

PREMIER 
COMMUNI-

CATORS .     Plug-on multi-protocol digital
      communicator/ 2400-baud modem
      enabling SMStext messaging
.     Enables full upload/download & system 
      programming

CEC-0001
Premier Elite Com2400

.     Allows connection from the Premier Elite

.     Series control panels to a Local or Wide 
      Area Network (LAN/WAN)
.     Allows alarms to be signalled over an IP 
      network to an alarm receiving centre via 
      Texecom’s Montex Software

CEJ-0001
Premier Elite ComIP

.     Ethernet and Wifi (2.4Ghz)

.     DHCP addressing

.     Remote connection without port 
      forwarding
.     Secure - no need to open firewalls for 
      port forwardingStamped    
      Plug-on Communicators

.     32 character LCD display

.     2 programmable outputs

.     4 trigger inputs 
      4 voice messages - each up to 32 
      seconds in length
.     Talkback mode & Listen-in mode

.     32 character LCD display

.     2 programmable outputs

.     4 trigger inputs 
      4 voice messages - each up to 32 
      seconds in length
.     Talkback mode & Listen-in mode

CEL-0001 SmartCom and
WiFi & Ethernet

CGA-0001
Speech Dialler

CGC-0001
Speech And Text Dialler

.    GPRS alarm reporting and upload/
     download
.    Report system events (alarms, arm, 
     disarm etc.) via text
.    Messaging to mobile telephones
.    Fixed or dynamic SIM card compatible

CEG-0001
Premier Elite ComGSM   

PREMIER 
SIRENS .     Backplate only for Dummy use

WDE-0001
Odyssey X-D Dummy Sounder

PREMIER 
EXPANDERS

.     Illuminated  

.     Suitable for the X3 & X1 Covers

.     White comfort LEDs 

.     Designed to comply with EN50131-4

WDC-0001 - Odyssey X-BE 
Grade 2 Sounder
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.     Back plate only  

.     105dB (A) piezo sounder

.     Wall & cover tamper 

.     Selectable comfort LEDs 

.     Ricochet mesh technology

.     8 x AA lithium batteries included

GBV-0001
Odyssey X-W

.     Grade 3 anti-masking digital quad PIR

.     Omni-directional quad element pyro 
      for true 360° Coverage
.     Active IR anti-masking
.     Remote test facilities.

AFX-0001 - Premier Elite 
AM360 DT

WIRED
DETEC-

TORS
.     Grade 3 anti-masking digital quad PIR
.     Omni-directional quad element pyro for
      true 360° Coverage
.     Active IR anti-masking
.     Triple End-Of-Line (T-EOL) signalling

.     Grade 3 anti-masking digital dual technology 
       detector
.     Features fully adjustable microwave range .    
.     Digital PIR temperature compensation
.     Active IR anti-masking

.     Twin dual element PIR with
      interchangeable electronics module
.     Two dual element sensors provide
      exceptional stability
.     Ideal for commercial applications

.     Grade 3 anti-masking digital quad PIR

.     Genuine quad element detection
     provides exceptional performance

.     Active IR anti-masking

.     Triple End-Of-Line (T-EOL) signalling

.     High immunity PIR with interchangeable 
       electronics module
.     Multi mode digital pulse count maximises 
      detector performance

AFC-0001 - Premier Elite 
AM360 QD

AFB-0001
Premier Elite AMDT

AFE-0001
Premier Elite TD

AFA-0001
Premier Elite AMQD

AFD-0001 
Premier Elite IR

.     Texecom Odyssey X3 Bell box cover

.     White and Blue colour
.     Texecom Odyssey X3 Bell box cover
.     Black and Blue colour

WDB-0001 White/Blue WDB-0004 Black/Blue
Odyssey X3 Cover Odyssey X3 Cover

.     Back plate and cover

.     105dB(A) Piezo Sounder

.     High Brightness LED Strobe

.     Selectable Comfort LEDs

.     IP65 Sealed Electronics

GBR-0001- Premier Elite
Odyssey 3-W

AFF-0001
Premier Elite QD

.     Quad element digital PIR with
      interchangeable electronics module
.     Genuine quad detection provides
      additional stability for harsh environments
.     Features advanced microprocessor design
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WIRELESS
.     15m Volumetric Coverage
.     Typical 2 to 3 Year Battery Life
.     Suitable for Commercial Applications
.     Fully Adjustable K-band Microwave 
      Detection

.     Monitored or Stand-Alone CO Alarm

.     Wireless Monitoring with Ricochet Mesh 
      Technology
.     Compatible with Premier & Premier 
      Elite Control Panels

GBF-0001
Premier Elite DT-W

GBY-0001
Premier Elite CO-W

.     Includes Optional Magnetic Contact

.     Typical 2 to 3 Year Battery Life

.     Suitable for Commercial Applications

.     Brown Casing Available

GBB-0001 - Premier Elite 
Impaq Plus-W .    Joint Venture with Elmdene

.    Typical 2 to 3 Year Battery Life

.    Suitable for Commercial Applications

.    Premier Elite Firmware 2.08 or Above

GBG-0001
Premier Elite PA DP-W

.     Joint Venture with Apollo

.     1.5 Year Battery Life 

.     Built-in 85dB(A) Sounder

.     Premier Elite Firmware 2.11 or Above

GBN-0001 
Premier Elite OH-W

.     Wireless digital pet immune PIR with  
       Ricochet mesh technology
.     12m volumetric coverage
.     Digital temperature compensation
.     Sealed optics
.     Up to 3 years battery life

GBK-0001 - Premier Compact 
Wireless Pet Detector (PW-P)

.     Small size, White/Grey/Brown colour 

.     Ricochet Mesh Technology

.     Compatible with Premier Elite control 
      panels, Premier control panels & 
      Ricochet Expansion Packs
.     4-Year typical battery life

.     Small size, White/Grey/Brown colour 

.     Ricochet Mesh Technology

.     Compatible with Premier Elite control 
      panels, Premier control panels & 
      Ricochet Expansion Packs
.     4-Year typical battery life

.     Small size, White/Grey/Brown colour 

.     Ricochet Mesh Technology

.     Compatible with Premier Elite control 
      panels, Premier control panels & 
      Ricochet Expansion Packs
.     4-Year typical battery life

PREMIER 
ELITE

WIRELESS 
KITS

.     1 x Premier Elite 64-W

.     5 x Premier Proximity Tags

.     1 x Premier Elite LCDLP-W

.     3 x Premier Compact PW-W    

.     1 x Premier Elite Micro Contact-W

.     1 x Premier Elite 64-W

.     5 x Premier Proximity Tags

.     1 x Premier Elite LCDLP-W

.     3 x Premier Compact PW-W    

.     1 x Premier Elite Micro Contact-W

.     1 x Odyssey X-W Backplate

KIT-0001 KIT-0002 
.     1 x Premier Elite 64-W
.     5 x Premier Proximity Tags
.     1 x Premier Elite LCDLP-W
.     3 x Premier Compact PW-W    
.     1 x Premier Elite Micro Contact-W

KIT-0086

.     Includes 2 Optional Hard Wired Inputs

.     Typical 2 to 3 Year Battery Life

.     Suitable for Commercial Applications

.     Brown Casing Available

GBC-0001 - Premier Elite 
Impaq Contact-W

GHA-0001-WHITE Premier
Wireless Micro Contact 868MHz

GHA-0002-GREY Premier
Wireless Micro Contact 868MHz

GHA-0003-BROWN Premier
Wireless Micro Contact 868MHz

TAGS & 
FOBS
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.     Remote Arm, Part Arm and Disarm  

.     Alarm System Status Display

.     Typical 2 to 3 Year Battery Life

.     Suitable for Commercial Applications 

.     PD6662:2010 Grade 2 Class II

GCC-0001 - Ricochet
Premier Elite Smart Keyfob

 INTRUSION 
ALARMS 

ACCESSORIES .     6 CORESWHITE Type 3 Tin Strand CCA 
       UK 100m Reel

CA-6CORES

.     8 CORES WHITE Type 3 Tin Strand CCA 
       UK 100m Reel

CA-8CORES
.     Yuasa Np7-12 Battery.     CQR 8 Core Copper Cable White 100.     CQR 6 Core Copper Cable White 100m

BATT12V/7A CA-8CORES/CQR (PRO)CA-6CORES/CQR (PRO)

.     Texecom Premier Elite Proximity Tags 
       are for use with the Texecom Premier 
       Elite LCD Remote Keypads with built-in 
       Proximity reader

CDB-0001 - Premier Elite 
Proximity Tags (Pack of 5)
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